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STAUNTON HISTORIC PRESERVATION COMMISSION
April 23, 2019
5:30 p.m.
Council Chambers
PRESENT:

David Brown, Chair
Deneen Brannock, Vice Chair
Alexander Avery
Michael Brown
Dennis Blanton

ALSO PRESENT:

Rodney S. Rhodes, Senior Planner
Linda Nesselrodt, Zoning Technician
Terry Holmes, Council Liaison
Frank Strassler, Historic Staunton Foundation
Suzanne
F.
Simmons,

Clerk

of

Council
The Chair opened the meeting at 5:30 p.m.
MOMENT OF SILENCE
A moment of silence was observed. Mr. Blanton then read the preamble of the Historic
Preservation Commission.
APPROVAL OF MINUTES
Ms. Brannock moved to approve the minutes of the March 26, 2019 Meeting as presented. The
motion was seconded and carried at 5-0.
NEW BUSINESS
a.

CERTIFICATE OF APPROPRIATENESS
Duffy Pappas
134 East Beverley Street
New Entry

Ms. Brannock recused herself as she is a member of Frazier Associates, architect for the project.
She stepped down from the dais.
Mr. Pappas stated he is proposing to install a new entrance on the storefront leading to a set of
stairs going up to the second floor. He noted currently there is no access to the second floor of
the building from the outside. Mr. Pappas stated he is planning to build an apartment on the
second floor.
Mr. Michael Brown asked if the materials, finishes, etc. being proposed are per the Virginia
Mainstreet documents included the packet. Mr. Pappas stated that was correct.
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Mr. Avery asked what material would be used in the entry way floor. Mr. Pappas replied it would
most likely be tile which was specified by the architect. Mr. Avery asked what type of flooring
currently existed in the entry way. Mr. Pappas stated it was a red tile.
Chairman Brown asked if a wooden door would be installed. Mr. Pappas replied it would.
HSF Recommendation - HSF recommends the Certificate of Appropriateness be approved as
designed.
1. When designing new storefronts or elements for storefronts, conform to the configuration and
materials of traditional storefronts.

Mr. Michael Brown moved the Certificate of Appropriateness be approved as designed. The adaptive

reuse of the building requires a new entrance and the proposed design utilizes “simplified new elements
that respect the character, materials, and design of the building.” and is sympathetic to the existing design
and establishes a good hierarchy of form

The motion was properly seconded and carried at 4-0.
Ms. Brannock returned to the dais.
b.

CERTIFICATE OF APPROPRIATENESS
Dain Hammond / Heather Flynn-May
5 East Beverley Street
Replace Stairs on Rear

Ms. Flynn-May, 5 East Beverley Street, stated their proposal is to reconfigure the exterior
entrance from the second floor, remove the existing steps, and implement smaller steps to
accommodate room for cement steps to come up from the ground floor. The wide pressure
treated steps will be removed and replaced with narrow steps and rail made of Trex composite
materials.
Ms. Brannock asked Ms. Flynn-May if what had been submitted to the Commission was a
revised version of the steps. Ms. Flynn-May stated that was correct.
Mr. David Brown asked for clarification regarding the steps next door and the material used.
Ms. Flynn-May confirmed the steps on the adjacent property is a trex material.
HSF Recommendation - HSF recommends that the Certificate of Appropriateness be approved with
design considerations.
The proposed changes are compatible with the guidelines for additions and rear of buildings.





Consider using lumber or composite materials that reflect the dimensions and joinery of
traditional porch and stair materials.
Use a contemporary railing design that may reflect elements of traditional railings
without mimicking a historic stairway.
Provide a pargeted finish for concrete block that is viewable from the public access.
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Mr. Avery moved that the Certificate of Appropriateness be approved as proposed. The changes
are compatible with the guidelines for additions and rear of buildings.
The motion was properly seconded and carried at 5-0.
c.

CERTIFICATE OF APPROPRIATENESS
Stuart Hall School
107 West Beverley Street
Storefront Changes, Add Windows in Rear

Joe Bandy, representative for Stuart Hall School, 107 W. Beverley Street, and Barry Moss,
architect, stated the school is proposing to add two windows to the rear wall at the ground level,
updating the front entrance, and adding a screen on the roof to hide HVAC equipment being
installed on the roof.
Mr. Bandy stated there is pink granite on the front storefront and the current door opening is not
large enough to accommodate panic devices in order to lock the door. He stated they are
proposing to remove the granite portions above and below the display window and install doors
and sidelights to fill in the space. He noted the perimeter element of the granite would be
maintained, but remove the items above and below the display window.
Mr. Avery asked if all of the glass below that element, around, and to the side would be on the
same plane. Mr. Bandy stated all of the glass in the new doors would be in the same plane as the
existing glass.
Ms. Brannock asked if the design was basically flipping the doors to where the display window
and lower panel currently is. Mr. Bandy stated that was correct. Ms. Brannock asked if the
proposed doors were frameless or would they have an aluminum frame like the existing doors.
Mr. Moss stated they were hoping to install frameless doors, but due to hardware, they will need
to install a framed aluminum door in order to accommodate the panic devices.
Discussion ensued regarding the current window materials at the rear of the building and what
the Commission would recommend for the new windows. Commission members stated wood
windows should be installed. Also discussed was size and placement of the new windows.
Mr. Michael Brown asked for clarification regarding changing the doors. Mr. Moss stated the
doors would not be wide enough to allow for the panic devices and two doors would be needed.
Mr. Brown asked if anything was being changed regarding the terrazzo paving and the terrazzo
base. Mr. Moss stated it would not be changed nor the plaster ceiling of that recessed area. Mr.
Moss noted there is also a horizontal mullion on the storefront and would not be replaced.
Mr. Michael Brown asked why the left window box would be removed. Mr. Moss stated it wasn’t
needed, but it could stay if needed.
Ms. Brannock asked for clarification regarding changes on the rear of the building. Mr. Moss
stated it would be the two new windows and the roof screen that would be made out of perforated
metal. He noted a dark color metal would be their preference.
Mr. Strassler asked for clarification regarding the piece of granite over the top of the door. Mr.
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Moss stated they are planning to leave it in place if possible, but noted it is deteriorated. Mr.
Moss stated they were trying to comply with the spirit of the guidelines.
Mr. Michael Brown stated the stone is a pink marble from Georgia. He noted he felt the storefront
is unique and the loss of the marble would have a major impact. Mr. Brown stated he felt more
work should be done to see if there was another way to make the egress work as far as panic
devices, etc. Mr. Bandy stated he had researched this for a year since purchasing the building.
He noted he had gone to every supplier that he could find. In order to put in panic devices, a
jamb would be needed. He stated by putting a jamb in that opening it makes the door smalle r
that what is allowed by code. Mr. Bandy stated he would prefer to leave it as is. Mr. Brown stated
in that case a code modification from the City’s code official should be requested. Mr. Moss
stated that approach was possible, but they felt this would present a safety issue from a legal
liability point of view in case of an emergency. Mr. Moss stated they were trying to comply with
Virginia State Building Code.
Mr. Bandy stated they wanted to maintain the vertical piece of marble as an element, but wanted
to move it. He noted it would need to be supported. Mr. Bandy noted the old display box on the
far right would be removed.
Mr. Blanton stated he wanted to explore the question of significance regarding renovation of the
building over the years. He asked if there was a way to argue that the existence of documentatio n
effectively mitigates any changes that are made today from a historical standpoint.
Mr. Strassler stated there is clear photographic evidence of what was done to the building
sometime after World War II. He noted he could not specifically document when that took place.
He noted Commission members would need to weigh decisions regarding the level of integr ity
of the whole building.
Ms. Brannock asked if there was a way to retain some of the existing elements and the proposed
placement of the doors. Discussion ensued regarding different options of the proposed design
and maintaining existing elements of the storefront.
Chairman Brown asked what the timeframe was for the project. Mr. Bandy stated documents
were being finished to send out for bids and would need to start construction by July 1, 2019 in
order to be completed by June, 2020.
Mr. Michael Brown asked if the other window box is affected by any of the egress. Mr. Bandy
stated it would not be a problem if it were left in place.
Mr. Holmes asked about the proposed design of the reception area.
Ms. Brannock asked about proposed exterior lighting plans.
Discussion ensued regarding proposed project designs and existing elements of the storefront.
HSF Recommendation: HSF recommends Certificate of Appropriateness be approved as
designed.
Ms. Brannock stated she felt it was important to either keep the granite whether it was retained
on the outside where it currently is or possibly used inside.
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Mr. Michael Brown stated he felt once it was removed, it should be used inside. Mr. Bandy stated
they could amend to also maintain both of the vertical granite elements.
Ms. Brannock moved that the Commission approve the application as presented with the understanding
that the granite elements framing the entranceway, the vertical and strong horizontal support, will be
retained. The new doors will be aluminum frame and not frameless glass.
The new windows on the rear will be of wood, one over one.
New metal screening on the roof.
Retain the left window box.
Mr. Michael Brown asked if there was another vertical stone element. Mr. Bandy stated there are stone
elements on either side of the door. Mr. Bandy stated the vertical elements could be maintained.
Discussion ensued.
Mr. Avery stated he wanted to add if any of the lower window granite could be incorporated into the
entryway desk or element that would reflect what was there.

The motion was properly seconded.
Mr. Blanton stated that he hoped in the spirit of education, that Stuart Hall School consider sharing
the architectural history of the building to visitors and students.
The motion carried at 4-1, with Mr. Michael Brown voting nay.
d.

CERTIFICATE OF APPROPRIATENESS
Ronald Rammelkamp
325 Institute Street
Replace Windows (Result of Violation)

Ronald Rammelkamp, 325 Institute Street, stated he is now proposing to install four wood
windows on the front façade and sides of the house as a result of a violation.
Mr. Rammelkamp stated he is now working with the window restoration firm, O’Byrne
Contracting, that provided specifications for wood windows. He noted if approved by the
Commission, he is asking that he be allowed to only install four windows due to financial
hardship.
Mr. Strassler stated O’Byrne Contracting is very familiar with the restoration, rehabilitation,
and design of historic windows. He noted he had full confidence in their ability to manage the
project. Mr. Strassler stated the Commission needed to make sure the specification is four over
one as documented in the historic photographs and to decide whether restoration of those four
window openings restores enough character of the house to proceed.
HSF Recommendation: HSF recommends approval for installation of 4 windows as
proposed provided the wood replacement windows replicate the historic windows removed
from the house.
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Again, the clearly stated Staunton Residential Historic District Guidelines and Secretary of
Interior Standards do not support removal of historic windows. Restoration of the four
windows is an appropriate measure; the remainder of window openings viewable from the
street are not being restored.
The HPC should consider if partial restoration of the removed windows will satisfy the
zoning requirements and if the remaining replaced windows affect the architectural
character of the property.
Mr. Blanton stated since he was not part of the original deliberation, he asked for clarification on
which windows had been replaced. Mr. Rammelkamp referred him to photographs.
Ms. Brannock thanked Mr. Rammelkamp for his willingness on trying to reach a compromise.
Ms. Brannock stated she felt this was a good compromise and noted Mr. Rammelkamp had made
other improvements that the Commission had required to be in compliance with the ordinance.
She noted it was previously suggested that if the windows on the primary floor be restored, then
that would at least be something.
Chairman Brown stated that the other windows are partially hidden anyhow.
Mr. Avery stated with the landscaping falling away from the lower windows, that helped
mitigate the visibility.
Mr. Holmes asked Mr. Rammelkamp about possible landscaping. Mr. Rammelkamp stated for
one of the lower windows on the south side, he would be willing to landscape that area.
Mr. Blanton stated he liked the concept of compromise and liked Ms. Brannock’s suggestion that
four windows was a good compromise, but voiced concerns as to what extent this might be
precedent setting.
Ms. Brannock stated she was very concerned about that and definitely did not want to set a
precedent. She noted this should be stated in the motion; however, the Commission had been
working with Mr. Rammelkamp for over a year on the issue and had made a good faith effort to
correct other modifications that were made to comply with the guidelines. She referred to
another case in the city where replacement windows had been installed and the Commission
allowed replacement of windows visible from the street. She noted this case was a little bit
different regarding the lower windows being visible, but in some ways, it was also similar.
Mr. Michael Brown stated there was a logic chain as to why that exception was given to the
other case. He noted in this instance that the windows on the primary elevations at the street
level are being replaced.
Mr. Avery asked if the original windows were also four over one. Mr. Rammelkamp stated he
didn’t think two of them were, but was unsure.
Mr. Brown stated that might be a way to isolate this rather than set precedent.
Mr. Blanton stated under the principle of reasonableness, there is a place for this, but if the
recommendation that is on the table now is approved, the motion should not imply in any way,
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shape or form that the process is somehow flawed and that residents aren’t properly informed,
etc.
Mr. Rammelkamp stated he appreciated Mr. Blanton stating that and is making the effort to
comply.
Mr. Avery moved the Commission approve the Certificate of Appropriateness for changing the
four windows on the main elevation to be wood, four over one sashes, as documented in the
historical photographic evidence, without setting a precedent given that the lower basement
windows were likely not four over one and not highly visible from the street.
The motion was properly seconded and carried at 5-0.
e.

CERTIFICATE OF APPROPRIATENESS
Sally P. Walton / Michael C. Brown, Architect
207 Church Street
Rear and Side Additions

Mr. Michael Brown recused himself as he is the architect for the project. He stepped down from
the dais.
Sally Walton, 207 Church Street, stated they are proposing to construct an addition to the rear and
enclose a porch area on the side of the house for the purpose of a master bedroom, bath, and laundry
area, as well as a sunroom.
Ms. Brannock asked what the material would be on the lower panels in the sunporch area. Mr.
Brown stated they were looking into a hardi panel and would be painted. She clarified if the
screens would be wood framed elements.
Mr. Brown clarified the change in the roof ridge for Commission members.
Mr. Blanton asked how close would the addition be to the retaining wall. Mr. Brown stated it
would still be over 25’ due to the setback requirements.
Mr. Avery asked what type of material would be used on the sides of the addition. Mr. Brown
stated it would either be wood or a composite that would be similar.
Mr. Strassler stated he felt the proposal met every guideline for an addition to a historic
building, especially one that has a very limited view.
HSF Recommendation: HSF recommends the Certificate of Appropriateness be approved as
designed. The view of the changes is very limited.
The project meets the guidelines – in terms of location, and it is “differentiated from the old while
being compatible with its massing, form, scale, directional expression, roof forms and materials,
foundation, fenestration, and materials.”
Ms. Brannock moved the Certificate of Appropriateness be approved as presented. The project
meets the guidelines in terms of materials, design, and form.
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The motion was properly seconded and carried at 4-0.
Mr. Brown returned to the dais.
OLD BUSINESS
a.

CERTIFICATE OF APPROPRIATENESS
Virginia Building, L.C. / Boyce Brannock
25 North Central Avenue
Change Out Exterior Doors

Chairman Brown stated that this item had been withdrawn and an extension had not been
requested.
Ms. Brannock returned to the dais.
b.

Discussion on Small Cell Towers / 5G

Rodney Rhodes, Senior Planner, stated the City Attorney sent information to Commission
members regarding the new technology as well as implications of that. He noted if members had
any comments those could be sent back to the City Attorney. He noted Planning Commission is
also reviewing this item and at their meeting on May 16, 2019 the City’s Director of IT and one
vendor would be present to answer questions. Mr. Rhodes noted HPC members were welcome
to attend.
OTHER BUSINESS
a.

Discussion of Notification to Contractors / Vendors

Ms. Nesselrodt, Zoning Technician, asked Commission members if they had any questions
regarding the notification sent from the City Attorney. Chairman Brown asked if it was possible
to notify any contractor with a business license.
Ms. Brannock asked who would receive the letter and if this was a proactive movement to
inform contractors / vendors. Mr. Rhodes stated this is a proactive letter.
Ms. Nesselrodt stated the letter is directed towards window vendors. She noted she would
inquire whether local contractors and outside contractors would also receive a letter.
ADJOURNMENT
The Chair adjourned the meeting at 6:42 p.m.
___________________________
Suzanne F. Simmons
Clerk of Council
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MEMORANDUM
TO:

Historic Preservation Commission Members

FROM:

Rodney S. Rhodes, Senior Planner

DATE:

April 18, 2019

SUBJECT:

April 23, 2019 HISTORIC PRESERVATION COMMISSION MEETING

The Staunton Historic Preservation Commission will hold its regular meeting on Tuesday, April 23,
2019 at 5:30 p.m., in City Council Chambers on the first floor of City Hall, 116 West Beverley Street.
If you cannot attend this meeting, please call the Community Development Office by NOON on
Monday, April 22, 2019 so we may be sure we have a quorum prior to the meeting. Our phone
number is 332-3862. The field trip for this meeting will be held on Monday, April 22, 2018 at 12:00
noon; please meet at 207 Church Street.
===========================================================================
AGENDA
1. Call to Order

_______________________

2. Moment of Silence

_______________________

3. Historic Preamble

_______________________

4. Approval of March 26, 2019 Meeting Minutes

_______________________

5. New Business
a. CERTIFICATE OF APPROPRIATENESS
Duffy Pappas
134 East Beverley Street
New Entry

_______________________

b. CERTIFICATE OF APPROPRIATENESS
Dain Hammond/Heather Flynn-May
Hammond Asset Management
5 East Beverley Street
Replace Stairs on Rear

_______________________

c. CERTIFICATE OF APPROPRIATENESS
Stuart Hall School
107 West Beverley Street
Storefront Changes, Add Windows in Rear

_______________________

d. CERTIFICATE OF APPROPRIATENESS
Ronald Rammelkamp
325 Institute Street
Replace Windows (Result of Violation)

_______________________

e. CERTIFICATE OF APPROPRIATENESS
Sally P. Walton/Michael C. Brown, Architect
207 Church Street
Rear and Side Additions

_______________________

6. Old Business
a. CERTIFICATE OF APPROPRIATENESS
Virginia Building, L.C./Boyce Brannock
25 North Central Avenue
Change Out Exterior Doors

_______________________

b. Discussion on Small Cell Towers/5G

________________________

7. Other Business
a. Discussion of Notification to Contractors/Vendors
8. Adjournment

________________________
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STAUNTON HISTORIC PRESERVATION COMMISSION
March 26, 2019
5:30 p.m.
Council Chambers
PRESENT:

David Brown, Chair
Deneen Brannock, Vice Chair
Alexander Avery

ABSENT:

Michael Brown
Dennis Blanton

ALSO PRESENT:

Linda Nesselrodt, Zoning Technician
Terry Holmes, Council Liaison
Frank Strassler, Historic Staunton Foundation
Suzanne F. Simmons, Clerk of Council

The Chair opened the meeting at 5:30 p.m.
MOTION TO APPROVE AMENDED AGENDA
The Chair noted there had been a change in the agenda and asked for a motion to approve the
amended agenda.
Ms. Brannock moved to accept the amended agenda. The motion was seconded and carried at
3-0.
MOMENT OF SILENCE
A moment of silence was observed. Ms. Brannock then read the preamble of the Historic
Preservation Commission.
APPROVAL OF MINUTES
Ms. Brannock moved to approve the minutes of the February 26, 2019 Meeting as presented. The
motion was seconded and carried at 3-0.
NEW BUSINESS
a.

CERTIFICATE OF APPROPRIATENESS
Mark & Julie Roebuck
115 Church Street
Amend Existing COA

Julie Roebuck, 115 Church Street, stated they were given permission by the Commission in
October, 2018 to remove the vinyl siding which covered the house to be replaced with wood
clapboard siding. She noted in the process of removing the vinyl siding, stucco was discovered
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on the back side of the house and found to be in complete disrepair and not salvageable. Ms.
Roebuck noted this was removed and is now proposing to install clapboard in its place instead of
stucco.
Ms. Brannock stated the Commission had previously approved the installation of the clapboard
siding and while stucco appears to have been what was on the back addition, she felt it was within
the guidelines to use the clapboard as a comparable substitute material to replace the damaged
stucco. She noted this was a continuation of what had been installed on the front of the house.
Ms. Roebuck stated a contractor informed them the foundation was compromised due to water
damage and did not recommend replacing the stucco on the back addition.
Mr. Avery asked if there were plans to stabilize the foundation at the rear of the house. Ms.
Roebuck stated they were already working with a contractor as well as an engineer.
Mr. Avery moved to approve the Certificate of Appropriateness for installation of wood
siding on the rear enclosed porch as a replacement of the destroyed stucco.
The motion was properly seconded and carried at 3-0.
b.

CERTIFICATE OF APPROPRIATENESS
John Smallwood
311 North Coalter Street
HVAC Screening

John Smallwood, 311 N. Coalter Street, stated his proposal is to install an HVAC compressor
system on the side of the house and then screen with plant material on the north side of the
house.
Ms. Brannock asked Mr. Smallwood about the ducts on his proposed drawing. Mr. Smallwood
stated these were the normal ductwork which comes out of the compressor covered by a white
metal covering and is standard equipment and would go to the upstairs into the rooms.
Mr. Avery asked if this was a refrigerant line underneath. Mr. Smallwood replied that it was.
HSF Recommendation - HSF recommends the Certificate of Appropriateness be approved.
Ms. Brannock moved that the Certificate of Appropriateness be approved as presented for
installation of the HVAC unit with screening by landscaping.
The motion was properly seconded and carried at 3-0.
c.

CERTIFICATE OF APPROPRIATENESS
Mallory McKendry
920 West Beverley Street
Install a Fence

Mallory McKendry, 920 W. Beverley Street, stated she is proposing to install a metal fence
system across the front of their property for protection and safety. She noted the fence system
would be constructed with square pickets, rails, and posts in order to maintain the historical aspect
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and abide by regulations.
Ms. McKendry stated the pickets will be topped with a “tri finial top”. The fence will be placed
along the sidewalk at the front of the building. A double gate will be placed at the west end in
front of the entry walk and steps.
Ms. Brannock asked if the fence would cover the staircase. Ms. McKendry stated it would not
cover the staircase due to their mailbox being there.
HSF Recommendation: HSF recommends the approval of the Certificate of Appropriateness.
The design, materials, and location of the picket fence is compatible with the historic district. As
proposed, the project meets the local guidelines in terms of materials, size, scale, and location.
“5. The design of new fences and walls should blend in with the materials and designs found in
the historic district and should generally reflect the era and style of the surrounding area.
Commonly used materials are brick and stone for walls and wood or metal for fences. Historic
cast concrete with screened aggregate finishes also is found in the historic
districts and may be appropriate for new walls if the color and finish matches historic examples.
Planted hedges are also used to define edges of properties.
Mr. Avery moved to approve of the Certificate of Appropriateness to install a 36 -inch tall, black,
powder coated aluminum fence system with square pickets, rails, posts, and a double gate. The
pickets will be topped with a “tri finial top”. The proposed fence meets the guidelines for Fences
& Walls.
The motion was properly seconded and carried at 3-0.
OLD BUSINESS
a.

CERTIFICATE OF APPROPRIATENESS
Henry C. Bayne
622 Stuart Street
Replacement Windows, Already Completed

Ms. Nesselrodt stated Mr. Bayne has signed the “Agreement to Table” paperwork request. She
noted staff appreciated the Commission’s continued patience in working with the applicant.
Staff is asking for a two-month continuance and hopefully will be able to move forward at the
June 25, 2019 meeting.
Ms. Brannock moved that the Commission approve the request to extend the application until
June 25, 2019.
The motion was properly seconded and carried at 3-0.
b.

CERTIFICATE OF APPROPRIATENESS
Virginia Building, L.C. / Boyce Brannock
25 North Central Avenue
Change Out Exterior Doors
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Ms. Brannock recused herself and stepped down from the dais.
Ms. Nesselrodt stated last month Boyce Brannock was to obtain additional information from the
tenant, but has yet to receive any information. She stated Mr. Brannock is agreeable to table this
item and has submitted the “Agreement to Table Agenda Item” paperwork until the April 23, 2019
meeting.
Mr. Avery moved to table this motion until April 23, 2019.
The motion was properly seconded and carried at 2-0.
Ms. Brannock returned to the dais.
OTHER BUSINESS
a.

Discussion on Small Cell Towers / 5G

Chairman Brown stated since there were only three Commission members present at the
meeting, he proposed moving the discussion until the April 23, 2019 meeting.
Mr. Avery moved to table the discussion on 5G Cell Tower until the April 23, 2019 meeting.
The motion was properly seconded and carried at 3-0.
ADJOURNMENT
The Chair adjourned the meeting at 5:49 p.m.
___________________________
Suzanne F. Simmons
Clerk of Council
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City of Staunton

VIRGINIA
P.O. Box 58
Staunton, VA 24402-005 8
Planning & Inspections
Deparlment

TO:

Historic Preservation Commission

FROM:

Applicant

DATE:
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Agreement to Table Agenda Item
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agree that action regarding my application for a

J+ lotg

regarding

istoric Preservation
Commission meeting. I understand that by signing this agreement I am waiving my rights as set
Forth in the below listed code section:
City of Stautrton Code
Section 18.85.050 (7-g)
Approval or Rejection ofApplication for Certificate ofAppropriateness. The commission shall approve or reject an application
for a certificate ofappropriateness at the meeting when the item is heard a.s prescribed in subsection (3) ofthis section. Failure
ofthe commission to act shall codstitute approval, and the ccrtificate ofappropriateness shall be issued, unless the applicant
agrees to an cxtension oftime in writing. Evidence ofapproval shall be by a certificate ofappropriateness issued by the commission. Notice ofthe issuance ofapproval or deqial ofa certificate ofappropriateness shall be sent by the United States mail to
the applicant and all other persons who have requested such notice in writing filed with the commission within 15 calendar days
oflhe date of the decision
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CITY OF STAUNTON
VIRGINIA
DECLARATION OX'PERSONAL INTEREST IN A TRANSACTION
(To be filed with the Clerk of Council of the City of Staunton/Administrative Head
and
made available for public inspection for a period of five years)

I am an officer or employee of the City of Staunton, Virginia, and I declare my
interest.

My office or position:

Thetransactioninvolved:

25 xI fo'thl

. ,1.,/t- 0)k-

Name of my personal interest affected by the transaction:

Name and Address of Business and Address and Tax Map and Parcel No, of Real
Estate,

If Any, Involved:

Legal Reference: Virginia Code gg 2.2-31l2 and2.2-3115.
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Commission meeting. I understand that by signing this agreement I am waiving my rights as set
Forth in the below listed code section:
City of Staunton Code
Section 18.85,050 (7-g)
Appro\al or Rcicctiolr ofApplication lbr (lertillcatc ofAppropriatcncss. The commission shall appro\c or re'icct an application
lor a certificatc ol appropriateness al th9 mccling \\hen thc itcm is heard as prescribcd in subsection (3) ol'this seclion. Failurc
ol'thc conlmitsion lo ircl shallconslilut0 approval. and thc ccnilicalc ol appropriatcn css shall be issucd. unlcss the applicanl
agrees to an c\lcnsion of timc in u ritiDg. llIidence ofapproval shall bc b1' a ccnilicate ol'appropriateness issucd b) the commission. Noticc ofthe issuance ofapproralor denial ofa cenillcate of approprialcncss shall bc sent b} lhe Unilcd States mail to
the applicant and all other persons who have requestcd such noticc in rvriting filcd uith the commission within l5 calendar dals

ofthc date ofthe decision

Historic Staunton Foundation
20 South New Street
Staunton Virginia, 24401
www.historicstaunton.org

STAUNTON HISTORIC PRESERVATION COMMISSION
HSF Recommendation
April 17, 2019
Certificate of Appropriateness
Storefront Changes
134 East Beverley Street
Beverley Historic District

Existing Condition: Built between 1921 and 1929 this is a two story, three bay brick masonry commercial building.
Architectural features include a decorative brick cornice and brick panels. The upper floor windows are metal casement
units with multiple divided lights. Cast concrete caps the façade parapet and round central pediment and makes up the
windowsills.
The distinctive storefront includes a shingled awning roof, signboard, transom lights, divided light show window glass, a
central recessed entry, and brick bulkhead. The construction date of the storefront is unknown but it appears in a Hamrick
Collection 1963 photo.

Proposed Work:
The applicant proposes to alter the storefront by adding a side, upstairs entrance. The changes are required for adaptive
reuse. See the Main Street Architects drawing and photos.

Discussion:
See attached
V. Guidelines for Existing Buildings - Elements K. Storefronts
1. Preserve all elements, materials, and features that are original to the building or are early remodeling projects that
have become significant in their own right; repair them as necessary. These elements may include characterdefining features such as cornices, windows and trim, storefront windows, doors, and bulkheads. They may also
include glass butt window joints and molded clips, bronze window strips, and bronze moldings found on period
storefront systems. Also retain historic hardware such as hinges and door handles.
2. Remove any non-historic, inappropriate elements, materials, signs, or canopies that were added later and obscure
original architectural elements. Covering up windows, cornices, decorative features, or significant portions of the
wall alters the building’s proportions and changes its appearance; these alterations should be removed.
3. If significant storefront features are uncovered in any careful exploratory demolition, assess their condition for
preserving, repairing, or reconstructing them.
4. Reconstruct missing elements (such as cornices, window frames, transoms, and bulkheads) with physical
evidence and/ or historic photos if available. Otherwise, design simplified new elements that respect the character,
materials, and design of the building.

5. Avoid using or retaining materials and elements that are incompatible with the building or district. Depending on
the style and age of the commercial building, these may include: unpainted aluminum-frame windows and doors,
unpainted aluminum panels or display framing, reflective or tinted glass display windows, T1-11, vinyl or
aluminum siding, EFIS (artificial stucco), wood shingles, mansard roofs, metal awnings, coach lanterns,
residential styled solid doors, plastic shutters, inoperable shutters, or shutters on windows where they never
previously existed. Creating false historical appearances like Colonial, Old English, or other themed storefront
designs are not appropriate for the authentic historic buildings in downtown Staunton.
Inappropriate Treatments
6. Do not remove historic wooden storefront framing and replace with metal. Repair and retain historic wood
elements as needed.
7. Do not remove or reduce the size of storefront windows in order to create privacy for the use of the building
such as an office occupant. Partial interior shutters, blinds, or curtains can block views without destroying the
significant storefront windows.
8. Do not remove or cover up original storefront elements such as cornices or transom windows to create a space
for a sign or because of an installation of a dropped ceiling in the building’s interior. If the transom glass has
been removed, this area can be used for a sign installation or for an awning, depending on the overall existing
design and proportions of the façade.
9. Do not remove non-original storefronts that may have become historically significant alterations within the
history of the building. An example would be a complete storefront replacement from the early 20th century
that retained its design integrity. It is now an important historic and early change that should be preserved.
10. Window film applications that darken the appearance of the glass are not appropriate materials for display
windows in the historic districts.
VII. Guidelines for New Construction & Additions
M. Storefronts
In Staunton’s downtown historic district, most of the buildings have a storefront due to their commercial nature.
In the Wharf Historic District, some of the buildings do not have storefronts due to their original function but still
have windows at street level.
1. When designing new storefronts or elements for storefronts, conform to the configuration and materials of
traditional storefronts.

HSF Recommendation:
HSF recommends the Certificate of Appropriateness be approved as designed.
1. When designing new storefronts or elements for storefronts, conform to the configuration and materials of traditional
storefronts.

Sample motion:
I move the Certificate of Appropriateness be approved as designed. The adaptive reuse of the building requires a new
entrance and the proposed design utilizes “simplified new elements that respect the character, materials, and design of the
building.”
And
” When designing new storefronts or elements for storefronts, conform to the configuration and materials of traditional
storefronts.”

HSF Archive - Hamrick Collection 1963

M. Storefronts

VII. Guidelines for New Construction & Additions
M. Storefronts
In Staunton’s downtown historic district, most of the
buildings have a storefront due to their commercial
nature. In the Wharf Historic District, some of the
buildings do not have storefronts due to their original
function but still have windows at street level.
1.

When designing new storefronts or elements
for storefronts, conform to the configuration
and materials of traditional storefronts.

2. Keep the ground levels of new retail
commercial buildings at least 60 percent
transparent up to a level of 10 feet if possible.
3. Articulate the entrance bay of larger
institutional or office buildings to provide
visual interest.
4. Include doors in all storefronts to reinforce
street-level vitality. Discourage “mini-malls”
with one central door to the interior unless
individual storefronts also have usable
entrances and display windows.
5. Neighborhood transitional buildings, in
general, should not have transparent first
floors that face residential areas, and the
design and size of their facade openings
should relate more to neighboring residential
structures.
6. Institutional buildings generally would not
have storefronts, but their street levels should
provide visual interest and display space
could be integrated into the design.

Blocks of downtown storefronts historically created a continuous shopping experience with display windows & welcoming
entrances that angled out, creating more display area.

Cornice
Transom

Angled
Display
Windows

Display Window
Bulkhead

Typical elements of commercial storefront are shown here.

Return to Table of Contents |
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K. Storefronts

V. Guidelines for Existing Buildings - Elements
K. Storefronts
The storefront is one of the three significant sections
of a typical facade of a historic commercial building
Typical Elements of a Commercial Facade and Storefront
building cornice
and the most visible since it is located on the main
(pedestrian) level of the structure. Its transparent
Cornice
bracket
windows
were designed
to draw the customer or
The cornice decorates
the top
of the building and may be made
client
to the business within as well as to display the
of metal, masonry, or wood. Some
vent
decorative
cornices sold
project there.
from
merchandise
At night, the lit storefront
the building while an ornamental
helps
illuminate
thetopsidewalk and add visual interest
band delineates
others. The
of the wall may have a patterned
for
downtown visitors. Many of the traditional
brick band or may have a coping
of brick, concretein
or metal.
storefronts
Staunton’s central business district
date from the late 19th to the-turn-of-the-20th
centuries.
Historic photos often can aid in planning reconstruction of
Upper Facade

missing storefront elements.

Upper facades are characterized
(cont.)

by smaller window openings that
repeat on each floor. These
windows may vary in size, type,
and decoration but usually are
the same for each floor. Other
facade details may be present on
the upper level facades such as
brick banding, corbelling, metal
grilles or decorative panels.

double-hung window
sign board
SIGN

storefront cornice

Storefront

The first-floor storefront is transparent and is framed by vertical
structural piers and a horizontal
supporting beam, leaving a void
where the storefront elements fit.
The storefront elements consist of
an entrance to the upper floors.
Later buildings may lack several
elements of traditional storefronts
such as transom windows or
decorative details.

This pair of Colonial Revival styled storefronts
retain their original design with the entablatures
supported by pilasters. Note the original transom.

transom window
awning

Likely, the interior of these storefronts has a
lowered ceiling and therefore the transom became
an appropriate location for signage.

transom bar
display window
brick pier
bulkhead
recessed entry

Typical storefront elements.
This storefront retains it prism glass tile transom, a
rarely surviving feature. Note the door to the upstairs
space.
Return to Table of Contents |
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K. Storefronts

V. Guidelines for Existing Buildings - Elements
GUIDELINES
1.

Preserve all elements, materials, and features
that are original to the building or are early
remodeling projects that have become
significant in their own right; repair them
as necessary. These elements may include
character-defining features such as cornices,
windows and trim, storefront windows, doors,
and bulkheads. They may also include glass
butt window joints and molded clips, bronze
window strips, and bronze moldings found on
period storefront systems. Also retain historic
hardware such as hinges and door handles.

TECHNICAL INFORMATION
Preservation Brief #11
Rehabilitating Historic Storefronts
https://www.nps.gov/tps/how-to-preserve/briefs/11storefronts.htm

2. Remove any non-historic, inappropriate
elements, materials, signs, or canopies
that were added later and obscure original
architectural elements. Covering up windows,
cornices, decorative features, or significant
portions of the wall alters the building’s
proportions and changes its appearance;
these alterations should be removed.
3. If significant storefront features are uncovered
in any careful exploratory demolition, assess
their condition for preserving, repairing, or
reconstructing them.
4. Reconstruct missing elements (such as
cornices, window frames, transoms, and
bulkheads) with physical evidence and/
or historic photos if available. Otherwise,
design simplified new elements that respect
the character, materials, and design of the
building.

5. Avoid using or retaining materials and
elements that are incompatible with the
building or district. Depending on the style
and age of the commercial building, these
may include: unpainted aluminum-frame
windows and doors, unpainted aluminum
panels or display framing, reflective or
tinted glass display windows, T1-11, vinyl or
aluminum siding, EFIS (artificial stucco), wood
shingles, mansard roofs, metal awnings, coach
lanterns, residential styled solid doors, plastic
shutters, inoperable shutters, or shutters
on windows where they never previously
existed. Creating false historical appearances
like Colonial, Old English, or other themed
storefront designs are not appropriate for
the authentic historic buildings in downtown
Staunton.

TRANSOM WINDOW OPTIONS

The original storefront with its
historic prism glass transom.

Return to Table of Contents |

Missing prism transom has been
replaced with a wooden panel
insert.

A new reproduction prism glass
transom has been installed in
the location of the former one.

Missing prism transom has been
replaced with a new sign board.

Missing prism transom has been
filled in with a wooden panel
and a new awning installed.
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K. Storefronts

V. Guidelines for Existing Buildings - Elements
Inappropriate Treatments
6. Do not remove historic wooden storefront
framing and replace with metal. Repair and
retain historic wood elements as needed.
7.

Do not remove or reduce the size of
storefront windows in order to create privacy
for the use of the building such as an office
occupant. Partial interior shutters, blinds, or
curtains can block views without destroying
the significant storefront windows.

8. Do not remove or cover up original storefront
elements such as cornices or transom
windows to create a space for a sign or
because of an installation of a dropped
ceiling in the building’s interior. If the transom
glass has been removed, this area can be
used for a sign installation or for an awning,
depending on the overall existing design and
proportions of the façade.
9.

This original storefront may have
been remodeled into a new design
that does not respect its historic
character (see images on right).

Here the original storefront
surround has been covered with a
new material & the upstairs door &
transom has been remodeled.

Do not remove non-original storefronts that
may have become historically significant
alterations within the history of the building.
An example would be a complete storefront
replacement from the early 20th century
that retained its design integrity. It is now
an important historic and early change that
should be preserved.

Here, the new material extends
to the 2nd floor windows. The
storefront windows & the doors also
were replaced.

This art deco storefront is a remodeling of an earlier one.
Due to its age and design, it now is a contributing historic
element and should be preserved. It is constructed of
Lynchburg greenstone. Note the butted glass panels.

10. Window film applications that darken the
appearance of the glass are not appropriate
materials for display windows in the historic
districts.
This storefront originally had two surviving
historic openings that were bricked in. The
storefront was inappropriately covered with
permastone that damaged the historic surfaces.
Return to Table of Contents |
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laaer thrn the f,|ltt Tuctdry of the Donth to be herrd rt thra monttr'r lllstorL Pr.scivrtlor Co|trmbrbr M..thg. Applicrdons
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APPLICATION FOR CBNTIFICATE OF APPROPruATENBSS
City of Staunton, Virginia

r.***{.'}*{.****.r************{.*********r.'}r****a*****:*:r********{.*****f**t
Hi*ollc Prcccrvrdor Comnlsston
116 W. BGvcrby Sb..t
Plorc:

Str..tor, VA 24401
{540) 332-3t62 F.x: (5,1O) :13}3917
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Business Name

r,/ ws

Application Fee $50 Paid
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&crp-L

Tax Map No:

No
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(Check the appropriote boxes--CHECK

w

Historic District

ALL THAT APPL$

Ex!..ior Charge

Addition

Relocation

WalVFence

Deck/Porch

Demolition

Dri veway/Parking Area

New Structure/Buildine

GroundVLandscaping

Signag€

Dumpster Screel

Other

Other

Other

onerr/.e'.lv

0Alf-/

The above narned penon(s)/firm has perrnisskm to reprcsent me rcgarding tlris r€qucst for archit€ctual
rrr'iew. I understand thrt I or mv representative oeent(s) must be prese[t at tlle Historic PreseRation
Commission Meednp on the date listed above to orcsent mv orooosal and that fuilure to attend rnav
r',esult in the denid of mv proposal bv the Commission due to insrfficient inforrnation. No material
change in the appeerance of my propedy, thet ls vleweble from any public strce( shall be perfonmed
before reoetving e Cer{iflcate of Appropriatercss. I further understand that approval by thc Historic
Pr.eservation Cornmicsion for any modil'rcatiom to homes, buildings,
or grounds including
fenceg driveways, ard por*ing arcas shall expirc 12 months fmm the date of spprovd.

lrfu1ing,

4-25 -t ,

Pl,liASFl READ: Applicants are encowaged to submil complete applications wilh su{flcient infomation to enable a
clear understanding ofthe proposal by the Historic Prcservation Comrnission members and stall lncompleie
applications that do not clearly commrmicate the proposed improvements or chang€s will b€ denied.

FU

LL DESCRIPTION OF.PROPOSAL:

h0wt lL

ce-99a;11

8*trv

R,EOUIX,ED INFORMATION TO BE SUBMITTED WITH APPLICATION:
(Each item submitted is to bc INITIALED by the applicanL If you are not submitting any
of the rcqueted information, please indicate not applicable and explain in the space

rl)
#_

fl-

pruvided why it b not necessary for this project)
Sketch, dmwing and./or elevations showing the pnoposed changcs or improvements

plat of property

"tno^oor

Photographs showing p.operty, wor* in question, and the area of the pruposed

project

A list of mat€rials that identifies the typc and qurlity of materials to be used in the
Proposed pmject

W)
,fl---

Twelve sets of all infornration and nreterisb for use by tbe Hi$onic Prcservation
Commission members and st!ff in the r.eview of this r€qtrct (REQUIB,ED)
**{'*:*COA for signs only rcquire two sets of infonnafion. *****!*

(Applicants mry rtfer to tJrpical sutrmissions kept at the Plenning and Inspections Departrnent of the
City of Staunton on the third floor of City Hell located gt 116 W. Beverley Street for
illustrations of how to prcsent the rcquined information)
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5’-0”
ENTRY
VESTIBULE

4’-0”
(4) Treads,
(5) Risers

SCHEMATIC DESIGN: This drawing is conceptual
and is not a working drawing for construction. The
notes are intended as guidelines for rehabilitation.
Any changes to the conceptual design should
be reviewed and approved by the Main Street
Designer and the local Program Manager. Some
aspects of the design may require further drawings
prior to construction. Field check any dimensions
shown on this drawing. It is the responsibility of
the owner and contractor to acquire additional
technical or professional assistance as needed
before or during construction

4

LEAD PAINT & HAZARDOUS MATERIALS: The
Owner & Contractor are responsible for total
compliance of the Virginia Occupational and Health
Administration regulations regarding protection for
workers from and removal of lead paint, asbestos
and all other hazardous materials.
STATE AND FEDERAL HISTORIC TAX CREDIT
PROJECTS: If a project to be submitted
for rehabilitation tax credits, it is the owners
responsibility to submit all required forms and
secure any and all approval from state and federal
agencies for proposed work prior to beginning any
construction. Contact the Virginia Department of
Historic Resources (VDHR) for more information.
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9

5
Existing storefront
window to remove

1

3

New recessed entry plan

Existing FacadE

Scale: 1/4” = 1’-0”

KEYNOTES:
1.
2.

3.

4.

Remove left half of storefront window up to large center mullion. Salvage
glass for future repairs if needed.
Consider chemically cleaning entire brick facade with environmentally
safe cleaner to remove environmental staining and efflorescence as per
manufacturer’s instructions, i.e. Prosoco Restoration Cleaners or similar.
Provide and install new wood recessed entry. Add 3/4” wood trim board
and panels to fill recess. Polyash, i.e. Boral TruExterior or similar, may be
substituted for wood panels and trim. Prime and paint.
Provide and install new wood door, 36” x 84”, with (8) light glass panel,
and new sidelight. For privacy, consider frosted glass or white translucent
window film. Avoid highly reflective window film (mirror-effect) and opaque
films.

5.

6.
7.
8.
9.

Key-in brick and turn corner 12” or so. Continue matching sill around
corner. New brick to match existing brick size, color and mortar joints as
closely as possible, or reuse existing brick if possible.
Provide and install tile entry floor with porcelain, slate, or textured ceramic,
and slope away from entry to blend into concrete strip footer at sidewalk.
Provide and install new LED, flush, ceiling-mounted light fixture, or LED
can light.
Provide and install new recessed locking mailbox.
Consider adding traditional wood or polyash trim to visually break-up the
large sign band.

Existing storefront
window to remain

Staunton, Virginia

PAINT AND AWNINGS: If new paint colors and
awnings are shown for this building, they will be
specified on an attached or separate Colors and
Materials Chart. Paint colors can be matched
to paint brand of the owner’s choice as long as
the color is the same and a high quality paint is
chosen. If an exact color match is not possible,
please contact the Virginia Main Street Designer
for assistance in choosing new colors. See the
back of the Colors and Materials Chart for paint
specifications.

3
3’-0”
minimum

ADA GUIDELINES: It is the owner’s responsibility
to ensure that the entire building meets the ADA
Guidelines. Efforts are made in these drawings to
meet the Guidelines when applicable.

Existing raised
display floor to
remain

134 E. Beverley Street

MATERIALS & MAINTENANCE CHECKLIST:
See Materials & Maintenance Checklist when
individual keynote is marked by asterisks ( *** )
for rehabilitation methods. Any and all questions
regarding rehabilitation methods should be
addressed to the Virginia Main Street Designer.

SIGNS: Verify compliance of sign size, mounting, and
location with municipality’s sign ordinance prior to
manufacturer and/or purchase. All efforts were
made to comply with all information provided by
owner and owner representative at the time of this
drawing.

See Architect’s drawings of
Second Floor Remodel for
more information.

OPTIONAL:
Extend to create
bike storage or
closet

VIRGINIA MAIN STREET: This community is a
designated Virginia Main Street Community
and as such these drawings are provided at
no charge to the property owner. The Virginia
Main Street program is sponsored through the
Virginia Department of Housing and Community
Development. Design recommendations must
follow the Secretary of the Interior’s Standards
for Rehabilitation when the project is a designated
historic building.

See Architect’s
drawings for stair and
landing dimensions.

GENERAL NOTES:
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sloped 1 X trim cap,
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2 X trim board,
& 1/2” trim
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1 X trim 9
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LOWER FacadE

REcessed entry

Verify all dimensions in field.

Verify all dimensions in field.

KEYNOTES:
1.
2.

3.

4.

Remove left half of storefront window up to large center mullion. Salvage
glass for future repairs if needed.
Consider chemically cleaning entire brick facade with environmentally
safe cleaner to remove environmental staining and efflorescence as per
manufacturer’s instructions, i.e. Prosoco Restoration Cleaners or similar.
Provide and install new wood recessed entry. Add 3/4” wood trim board
and panels to fill recess. Polyash, i.e. Boral TruExterior or similar, may be
substituted for wood panels and trim. Prime and paint.
Provide and install new wood door, 36” x 84”, with (8) light glass panel,
and new sidelight. For privacy, consider frosted glass or white translucent
window film. Avoid highly reflective window film (mirror-effect) and opaque
films.

5.

6.
7.
8.
9.

Key-in brick and turn corner 12” or so. Continue matching sill around
corner. New brick to match existing brick size, color and mortar joints as
closely as possible, or reuse existing brick if possible.
Provide and install tile entry floor with porcelain, slate, or textured ceramic,
and slope away from entry to blend into concrete strip footer at sidewalk.
Provide and install new LED, flush, ceiling-mounted light fixture, or LED
can light.
Provide and install new recessed locking mailbox.
Consider adding traditional wood or polyash trim to visually break-up the
large sign band.

Staunton, Virginia
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Historic Staunton Foundation
20 South New Street
Staunton Virginia, 24401
www.historicstaunton.org

STAUNTON HISTORIC PRESERVATION COMMISSION
HSF Recommendation
April 17, 2019
Certificate of Appropriateness
5 East Beverley Street
Beverley Historic District
Replacement of and additional Rear Steps
Existing Condition: 5 East Beverly St constructed in 1893 by A.E. Harnsberger as a dry goods merchant building and
opened as the Racket Store. This is a three bay, two-story commercial building with a shed sloping roof. The façade is
covered in stucco which replaced the original iron front covering. The façade includes an elaborate metal cornice, one
over one double hung windows at the second floor. The first floor storefront is a modern aluminum frame and glass
system. The entryway was paved with irregular quarry tile which has been removed.
At the rear of the building facing the public parking and alley, a set of modern pressure treated steps lead to a second
floor entry. The rear entry and steps are probably from a 1993 rehab of the building and are not historic elements.
Proposed Work: The owner intends to reconfigure the rear steps. The wide pressure treated steps will be removed and
replaced with narrow steps and rail made of Trex composite materials. A second set of concrete steps will lead to the
basement level. See the application for photos and description
Discussion:
See attached
V. Guidelines for Existing Buildings - Elements L. Rears of Commercial Buildings
VII. Guidelines for New Construction & Additions,
O. Materials & Textures.
P. Architectural Details & Decorative Features
L. Rears of Commercial Buildings
GUIDELINES:
7. When a supplemental entrance is used at the rear of a building or when the rear of a building is seen from a
public street, add a walkway to the secondary entrance.
8. Consider installing signs and awnings for rear entrances.
9. Consider adding planters or a small planting area to enhance the rear entrance.
Inappropriate Treatments:
12. Do not neglect ongoing maintenance of
visible areas behind the commercial building such as landscaping, trash removal, painting of
building trim, etc.
13. Do not block up openings of the rear facade of the building; consider using metal grills or
bars if security is an issue.
VII. Guidelines for New Construction & Additions

1

O. Materials & Textures
1. Use compatible traditional materials such as brick, stucco, stone, and wood for new construction. Avoid splitfaced block, and any material, color or texture that is in stark contrast to the context of the new construction.
2. While wood is the most appropriate material for siding on new houses, non-grained cementitious siding may be
appropriate for new construction as well.
3. While wood is the first choice for elements such as trim, porches elements, and other decorative features,
substitute materials will be considered for trim details. Some currently available composites are available in customformed lengths, such as urethane, while others, including cellular PVC, are dimensional mill-ready blanks. Flat board
dimensional materials are available in wood- resin composites and cement board but are not able to be worked in
the traditional manner of wood. Vinyl, aluminum, or other metal sidings are not appropriate on new buildings in the
historic districts.
4. Consider using materials that have a paint finish, can receive paint coatings, and are designed to retain them.
P. Architectural Details & Decorative Features
1. Take cues from historic buildings on the appropriate use of details and decorative features to articulate the
design of a new building's style and elements.
2. Relate these elements to the overall vocabulary of the new design.
3. Avoid pasting on historic details to simple new designs.
4. If designing new buildings in a classical style, become familiar with the stylistic attributes of classicism, its
proportions and its precedents.

Recommendation - HSF recommends that the Certificate of Appropriateness be approved with design considerations.
The proposed changes are compatible with the guidelines for additions and rear of buildings.
• Consider using lumber or composite materials that reflect the dimensions and joinery of traditional porch and
stair materials.
• Use a contemporary railing design that may reflect elements of traditional railings without mimicking a historic
stairway.
• Provide a pargeted finish for concrete block that is viewable from the public access.

Sample Motion: I move that the Certificate of Appropriateness be approved as proposed. The proposed changes are
compatible with the guidelines for additions and rear of buildings.

2

L. Rears of Commercial Buildings

V. Guidelines for Existing Buildings - Elements
L. Rears of Commercial Buildings
/ i>Ài>Li `ViÀV>LÕ`}ÃÃÃiÌiÃ
vÀ}ÌÌi>`i}iVÌi`°Ì>ÞLi>ÕÌÌ>À>Ã«>Vi
vÀi«Þii«>À}]iV >V>iµÕ«iÌ]ÌÀ>Ã 
VÌ>iÀÃ]>`ÃÌÀ>}iv`ÃV>À`i`}`Ã°ƂÀi>À
iÌÀ>Vi>ÞLiVÛiiÌvÀ`iÛiÀiÃ°Ãi
V>ÃiÃ] ÜiÛiÀ]Ì iÀi>ÀvÌ iLÕ`}ÃÛÃLi
vÀÌ iÃÌÀiiÌÀvÀi>ÀLÞ«>À}>Ài>Ã>`
>Þ«ÀÛ`iÌ i««ÀÌÕÌÞvÀ>ÃiV`>ÀÞ«ÕLV
iÌÀ>Vi°/ i>««i>À>VivÌ iÀi>ÀÃ«>Vi>`
Ì iÀi>Àv>X>`ivÌ iLÕ`}Ì iLiViÃÀi
«ÀÌ>ÌÌÌ i`Û`Õ>LÕÃiÃÃLiV>ÕÃiÌ>Þ
LiÌ iwÀÃÌVÌ>VÌÌ iVÕÃÌiÀ>iÃÜÌ Ì i
LÕÃiÃÃ]>`ÌÃÛÃLÌÞ>vviVÌÃ«ÀiÃÃÃvÌ i
ÛiÀ>`ÃÌÀVÌ°
GUIDELINES:
£° ,iÌ>>ÞÀ}>`ÀÃ>`Ü`ÜÃÌ >Ì
`iwiÌ iV >À>VÌiÀvÌ iLÕ`}Ü i
«ÃÃLi°}iiÀ>]>Û`VÃ}iÝÃÌ}
«i}Ã°

x°

Ã`>Ìi>`ÃVÀiiiV >V>>`ÕÌÌÞ
iµÕ«iÌiV>ÌÜ i«ÃÃLi°

È° ÃÌ>>`iµÕ>ÌiÃ i`i`} Ì}vÀ
VÕÃÌiÀ>`ÃÌÀiÃiVÕÀÌÞ°
Ç° 7 i>ÃÕ««iiÌ>iÌÀ>ViÃÕÃi`>Ì
Ì iÀi>Àv>LÕ`}ÀÜ iÌ iÀi>Àv>
LÕ`}ÃÃiivÀ>«ÕLVÃÌÀiiÌ]>``>
Ü>Ü>ÞÌÌ iÃiV`>ÀÞiÌÀ>Vi°
n°
°

Ã`iÀÃÌ>}Ã}Ã>`>Ü}ÃvÀÀi>À
iÌÀ>ViÃ°
Ã`iÀ>``}«>ÌiÀÃÀ>Ã>«>Ì}
>Ài>Ìi >ViÌ iÀi>ÀiÌÀ>Vi°

£ä° vÌ iLÕ`}VÕ`iÃÕÃiÃÃÕV >Ã>
ÀiÃÌ>ÕÀ>Ì]VvviiÃ «]>`Ài>Ìi`
businesses, consider creating an outdoor
Ãi>Ì}Ã«>VivÀVÕÃÌiÀÃ°
££°

ÌiLÕ`}>`Ƃ ƂV`iÃÜ i]>`v]
V >}}Ì i`iÃÃÀ`iÃ}v>Ài>À
iÌÀ>Vi°iiÌ> >`V>««i`>VViÃÃLÌÞ
>`i}ÀiÃÃÀiµÕÀiiÌÃ>Ãii`i`°

Ó° ,i«>À`iÌiÀÀ>Ìi`Ü`ÜÃ>``ÀÃÆ>``
ÃÌÀÜ`ÜÃÀÃÌÀ`ÀÃviViÃÃ>ÀÞ°
,i«iLVi`Ü`ÜÃÜ i«ÃÃLi°

Inappropriate Treatments:
£Ó° Ìi}iVÌ}}>Ìi>Viv
ÛÃLi>Ài>ÃLi `Ì iViÀV>LÕ`}
ÃÕV >Ã>`ÃV>«}]ÌÀ>Ã ÀiÛ>]«>Ì}
vLÕ`}ÌÀ]iÌV°
£Î° ÌLVÕ««i}ÃvÌ iÀi>Àv>X>`i
vÌ iLÕ`}ÆVÃ`iÀÕÃ}iÌ>}ÀÃÀ
L>ÀÃvÃiVÕÀÌÞÃ>ÃÃÕi°
iÜ«>Ì}Ã
>`>ÌÀ>Ã 
enclosure are
>``i`ÌÌ i
Ã«>ViLi `
Ì ÃLÕ`}°

ƂiÜÜ>Ã
added along
Ì iÀi>Àv>
building to access
Ì iÀLÕ`}Ã
Ì >Ìv>ViÌ i
«>À}Ì°

Î° vÀi>ÀÜ`Ü«i}Ãii`ÌLiVÛiÀi`
Ì iÌiÀÀvÀiÀV >`Ãi`Ã«>Þ
ÀÌ iÀLÕÃiÃÃÀiµÕÀiiÌÃ]VÃ`iÀ
LÕ`}>ÌiÀÀÃVÀiiÜ i>Ì>}
Ì iV >À>VÌiÀvÌ iÜ`ÜÃvÀÌ i
iÝÌiÀÀ°
{° vÃiVÕÀÌÞL>ÀÃii`ÌLiÃÌ>i`ÛiÀ
Ü`ÜÃ]V Ãi>ÌÞ«i>««À«À>ÌivÀÌ i
Ü`ÜÃâi]LÕ`}ÃÌÞi]>`ÀiµÕÀi`iÛi
vÃiVÕÀÌÞ°ƂÛ`ÕÃ}V >>Ã>ÃiVÕÀÌÞ
VÛiÀÛiÀÜ`ÜÃ°
Return to Table of Contents |

/ iÃiÀi>À>``ÌÃÜiÀiÀi`iÃ}i`ÌVÀi>ÌiÌÜ
iÜÀiÌ>Ã«>ViÃvÀÃi«>À>ÌiÌi>ÌÃ°/ iÞLiVi
iÜv>V>`iÃvÀÌ iLÕÃiÃÃiÃÜÌ Ì i°

/ ÃÀi>À >Ã>Õ«}À>`i`Ài>ÀiÌÀÞ>}ÜÌ «>ÌiÀÃ
>`>«>À}Ã«>Vi°
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L. Porches, Porticoes & Balconies

VII. Guidelines for New Construction & Additions
L. Porches, Porticoes & Balconies
Ƃ«ÀV ÃÌ ivV>«ÌvÌ iv>X>`ivÃÌ
ÃÌÀV ÕÃiÃ° iV>ÕÃivÌ iÀ`iVÀ>Ì>`
>ÀÌVÕ>Ì]Ì iÃivi>ÌÕÀiÃ i«Ì>``Û>ÀiÌÞ>`
À ÞÌ Ìi>V LV°
*ÀV iÃ >ÛiÌÀ>`Ì>ÞLii>ÃV>}>Ì iÀ}
«Ì>ÃÜi>Ã>ÌÀ>ÃÌ>Ài>LiÌÜiiÌ iiÝÌiÀÀ
>`ÌiÀÀv>ÀiÃ`iVi° iÜÀiÃ`iÌ>LÕ`}Ã
V>LiÌÌiÀLi`ÜÌ Ì i ÃÌÀV`ÃÌÀVÌv>«ÀV Ã
VÀ«À>Ìi`ÌÌ i`iÃ}°/ iÀiÃ`iÌ> ÃÌÀV
`ÃÌÀVÌÃ-Ì>ÕÌ >Ûi>ÀV Û>ÀiÌÞv«ÀV ÌÞ«iÃ
>`ÃÌÞiÃvÀÜ V `iÃ}VÕiÃ>ÞLiÌ>i°
£° VÕ`i>«ÀV Ì i`iÃ}viÜ
ÀiÃ`iÌ>VÃÌÀÕVÌÜ iÌ i>ÀÌÞv
Ì iÃÕÀÀÕ`}iÝÃÌ} ÕÃiÃ>ÃVÌ>
>«ÀV °
Ó°

iÃ}iÜ«ÀV iÃÌV«iiÌÌ iÃâi]
«À«ÀÌ]«>ViiÌ>`À ÞÌ viÝÃÌ}
ÃÌÀV«ÀV iÃÜÌ Ì ÃVÌiÝÌ°

Î°

ÃÕÀiÌ >ÌÌ iiÜ«ÀV ÃV«>ÌLiÜÌ 
Ì iÛiÀ>>ÀV ÌiVÌÕÀ>ÛV>LÕ>ÀÞÉÃÌÞiv
Ì iiÜLÕ`}°
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/ iÃÌÞiEÌÞ«iv«ÀV }iiÀ>ÞÛ>ÀiÃÜÌ Ì iÃÌÞivÌ i ÕÃi°

*ÀV iÃVÀi>ÌiÜiV}
iÌÀ>ViÃ«>ViÃvÀLÌ 
iÜE ÃÌÀV ÕÃiÃ°
,iÌÕÀÌ/>Liv ÌiÌÃ|
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O. Materials & Textures

VII. Guidelines for New Construction & Additions
O. Materials & Textures
/ iÀiÃ>ÀV Û>ÀiÌÞv>ÌiÀ>ÃÕÃi`ÌVÃÌÀÕVÌ
Ì iÀ}>LÕ`}ÃÌ i ÃÌÀV`ÃÌÀVÌÃVÕ`}
Ü`vÀÌÀ]Ã`}>`Ü>Ã }iÃ]LÀVvÀ
vÕ`>ÌÃ>`Ü>Ã]ÃÌivÀvÕ`>ÌÃ>`
«ÀV «iÀÃ]>`ÃÌÕVVvÀÜ>Ã°/ iÛ>ÀiÌÞvÌ iÃi
>ÌiÀ>Ã i«Ì}ÛiÌ i`ÃÌÀVÌÃÌ iÀÀV V >À>VÌiÀ°
ÀiViÌÞi>ÀÃ]Ì iLÕ`}`ÕÃÌÀÞ >Ã`iÛi«i`
Û>ÀÕÃÃÕLÃÌÌÕÌi>ÌiÀ>ÃÌ >Ì >Ûi>Ã>À
>««i>À>ViÌÃiÛiÀ>vÌ iÃi ÃÌÀV>ÌiÀ>Ã°
ÀÛ>ÀÕÃÀi>ÃÃVÕ`}VÃÌ]>Ìi>Vi]
>`µÕ>ÌÞv>Û>>LiÀ}>>ÌiÀ>Ã]ÃÕLÃÌÌÕÌi
>ÌiÀ>Ã>ÀiLi}ÕÃi`>ÃÃÕLÃÌÌÕÌiÃ ÃÌÀV
`ÃÌÀVÌÃ]«>ÀÌVÕ>ÀÞvÀV«>ÌLiiÜVÃÌÀÕVÌ°
£° 1ÃiV«>ÌLiÌÀ>`Ì>>ÌiÀ>ÃÃÕV 
>ÃLÀV]ÃÌÕVV]ÃÌi]>`Ü`vÀiÜ
VÃÌÀÕVÌ°ƂÛ`Ã«Ìv>Vi`LV]>`
>Þ>ÌiÀ>]VÀÀÌiÝÌÕÀiÌ >ÌÃ
ÃÌ>ÀVÌÀ>ÃÌÌÌ iVÌiÝÌvÌ iiÜ
VÃÌÀÕVÌ°

Ó° 7 iÜ`ÃÌ iÃÌ>««À«À>Ìi>ÌiÀ>
vÀÃ`}iÜ ÕÃiÃ]}À>i`
ViiÌÌÕÃÃ`}>ÞLi>««À«À>ÌivÀ
iÜVÃÌÀÕVÌ>ÃÜi°
Î° 7 iÜ`ÃÌ iwÀÃÌV VivÀiiiÌÃ
ÃÕV >ÃÌÀ]«ÀV iÃiiiÌÃ]>`Ì iÀ
`iVÀ>ÌÛivi>ÌÕÀiÃ]ÃÕLÃÌÌÕÌi>ÌiÀ>Ã
ÜLiVÃ`iÀi`vÀÌÀ`iÌ>Ã°-i
VÕÀÀiÌÞ>Û>>LiV«ÃÌiÃ>Ài>Û>>Li
VÕÃÌvÀi`i}Ì Ã]ÃÕV >ÃÕÀiÌ >i]
Ü iÌ iÀÃ]VÕ`}ViÕ>À*6 ]>Ài
`iÃ>Ài>`ÞL>Ã°>ÌL>À`
`iÃ>>ÌiÀ>Ã>Ài>Û>>LiÜ`
ÀiÃV«ÃÌiÃ>`ViiÌL>À`LÕÌ
>ÀiÌ>LiÌLiÜÀi`Ì iÌÀ>`Ì>
>iÀvÜ`°6Þ]>ÕÕ]ÀÌ iÀ
iÌ>Ã`}Ã>ÀiÌ>««À«À>ÌiiÜ
LÕ`}ÃÌ i ÃÌÀV`ÃÌÀVÌÃ°
{°

Ã`iÀÕÃ}>ÌiÀ>ÃÌ >Ì >Ûi>«>Ì
wÃ ]V>ÀiViÛi«>ÌV>Ì}Ã]>`>Ài
`iÃ}i`ÌÀiÌ>Ì i°

Ìi«À>ÀÞ«À`ÕVÌÃÌ >ÌÀi«V>Ìi ÃÌÀV>ÌiÀ>Ã
>ÛiLiViÀi««Õ>ÀEVÕ`iÌiÃiÌ ÃwLiÀ
ViiÌÃ`}iÝ>«i°

-Ì>ÕÌ½Ã ÃÌÀV`ÃÌÀVÌÃ >Ûi>ÀV «>iÌÌiv>ÌiÀ>Ã
>`ÌiÝÌÕÀiÃÀ>}}vÀÜ`Ã`}EÃ }iÃ>LÛi®
Ì>ÃÀÞEÃÌiÀ} Ì®°
,iÌÕÀÌ/>Liv ÌiÌÃ|
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VII. Guidelines for New Construction & Additions

P. Architectural Details & Decorative Features

P. Architectural Details & Decorative Features
ÃÌÀVLÕ`}Ã-Ì>ÕÌ½Ã`ÃÌÀVÌÃ >Ûi>ÛiÀÞ
Ü`iÛ>ÀiÌÞv>««V>ÌÃv`iVÀ>Ì°/ iÃi
iiiÌÃ>ÀiÕÃi`Ì`iwii>Ûi>`VÀViiÃ
vÀvÃ]>ÀÌVÕ>Ìi>Ài>Ãv«i}Ã>`Ã`}
Ü>Ã]VÀi>Ìi«ÀV iiiÌÃ]>``iwiÌ ii`}iv
>Ü>>`vÕ`>Ì°
£° />iVÕiÃvÀ ÃÌÀVLÕ`}ÃÌ i
>««À«À>ÌiÕÃiv`iÌ>Ã>``iVÀ>ÌÛi
vi>ÌÕÀiÃÌ>ÀÌVÕ>ÌiÌ i`iÃ}v>iÜ
LÕ`}½ÃÃÌÞi>`iiiÌÃ°
Ó° ,i>ÌiÌ iÃiiiiÌÃÌÌ iÛiÀ>
ÛV>LÕ>ÀÞvÌ iiÜ`iÃ}°

ƂÞiÜVÃÌÀÕVÌV>Ì>iVÕiÃ>ÀV ÌiVÌÕÀ>`iÌ>Ã
E`iVÀ>ÌÛivi>ÌÕÀiÃvÀÌ i ÃÌÀVLÕ`}ÃÌ i
`ÜÌÜ>LÛi®EÀiÃ`iÌ>iÝ>«iÃvÀÌ i ÃÌÀV
i} LÀ `ÃLiÜ®°

Î° ƂÛ`«>ÃÌ} ÃÌÀV`iÌ>ÃÌÃ«i
iÜ`iÃ}Ã°
{° v`iÃ}}iÜLÕ`}Ã>V>ÃÃV>ÃÌÞi]
LiViv>>ÀÜÌ Ì iÃÌÞÃÌV>ÌÌÀLÕÌiÃv
V>ÃÃVÃ]ÌÃ«À«ÀÌÃ>`ÌÃ«ÀiVi`iÌÃ°

*>Ì}V> } } Ì
`iVÀ>ÌÛivi>ÌÕÀiÃv«ÀV 
iiiÌÃ°
7`Ü>`«ÀV `iÌ>Ã>`iiiÌÃÛ>ÀÞ`i«i`}
Ì i>ÀV ÌiVÌÕÀ>ÃÌÞivÌ iLÕ`}>ÃÃiiÌ iÃi
vÕÀiÝ>«iÃ>LÛi°
,iÌÕÀÌ/>Liv ÌiÌÃ|
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IMPORTANT NOTE: The complete rpplicttioo must bc lilcd witb the City of Str[nton's Ollice of Planning & Inspections nq
later thao tbe first Tuesday ofthe month to be hcrrd at thrt month's llistoric Prcervetiotr Commission Meeting. Applic{tiol6
received after the first Tuesday of the month will be heard at the nerl month's meetitrg.

APPLICATION FOR CERTIFICATE OF APPROPRIATENESS
City of Staunton, Virginia

**+****i***:t*****l**

*************

***********:f***

************

********

Historic Preservrtion Commission
I 16 W. Beverley Str€t
Stalntoo, VA 24401
Phooe: (5zl{)) 332-3t62 Flr: (540) 332-3t07

5 E Beverley

t,ocation ofprop€rty

Business Name

Historic District

Hammond Insurance

Application Fee $50 Paid

X YES

NO

ADol icant/ProDctv/

o*:'* r9'". iSimr Heatfter Flynn-May
s,s"d"* J t \ i i \.1,.t_1t-L1\r
'
Ma,rins Addr€ss \Po Box 20*
\)

Repres€ntative Agent(s)
Name

C,r'/stare/zrp

Citylstat

i/r]-x-

Harrisonburg,VA,2280l

Firm
Marling addr€ss

lzip

Phon€/Fax Number:

Phon€y'Fax Number:

'Tu"' Heaher@hammondasset.corr

Email:

(Check the appropriate boxes-CHECK ALL THAT
x

Extenor Chsnge

Beverley Historic Dist

Tax Map No:

Appl,y)

Addition

Relocation

WalVFence

x

Deck/Porch

Demolition

Driveway/Parking Area

x

New Structure,tsuildinc

CrroundVlandscaping

Signage

Dumoster Screen

Other

Other

Oth€r

Other

The above naned person(s/firm has permission to r€present me regarding this request for architectural
review. I undeFtand thet I or mv renrecenfrfiwc qoanraal mrrcr lro nr^^--+ dr rrr^ Lridl^;^ o-^-^-,^r:^co1m,isslon Meetins on the date ligted.aboJe to oresent
rgsult iT the denial of mv oroposal bv the Commission due
material
change in the appearance of my property, that is
f-rtty public@Gil be performed
before receiving a Certilicate of Appropriateness. "iewabL
I further understand that approval by the Historic
ration commission for any modificetions to homes, buildings, landscaping, or grounds
including
driqlwfys, and parking areas shall expire 12 months from ine Aat" ofapproral.
1l\---'-'-1-gC.lUl.PP.vl4|.

mvm
ffi

'_

r.]rl

c',Atuui

\ \ =.r:lrvlf-

5- )t n.l1
DATE

*** *,*J:l

a,l

*r* *a* t***rl

* *,|

**,}* *r,l *+ ***t,|t:*'r

* t+ | ta

la**,t ** *,:::*,:*,i +,i

PLEASE READ: Applicants are encouraged to submit complete applicatiols with suffficient inlornBtion to enable a
clear understanding ofthe proposal by the Historic Preservation Commission members atld staff. lncomplete
applications that do not clearly communicate the proposed improvements or changes will be denied.

*t*+*t)t**:t*:t,*,1++**:i******,t*'t***:l***rt,t,*,3*t*+*'tt!t***{.,t*,a**:})t**t!t*:t*'a,}*r*t)*t,t,t:t*,t*rt**+t+t**++***

FULL DESCRIPTION OF PROPOSAL:
We are proprosing to modiff the existing'utility room' on the fust floor, plans attached. This is to
accommodate rear egress on the first level.
Additionally we are proposing to remove the existinq steps from the second floor and replace them
with Trex Composite, As the current size of the steps will now allow for appropriate egress from the
new space downstairs
REQTIIR-ED INFORMATION TO BE SUBMITTED WITII APPLICATION:
(Each item submitted is to be INITIALED by the applicant. If you are not submitting any
ofthe requested information, pleese indicrte not applicrble and explain in the space
provided why it is not necessary for this project)

x

x

x

Sketch, drawing andy'or elevations showing the proposed changes or improvements

Site plan or plat of property

Photographs showing property, work in question, and the area ofthe proposed
project

Other (please list)

4

A list of materirls that identifies the type and quality of materials to be uscd in the
Proposed project
Color is TBfl,a< we are awaitingalroval from f)HR

x

Twelve sets ofall information and materials for use by the llistoric Preservation
Commission members and stalf in the review of this request (REQUIRED)
*****COA for signs only requires two sets of information. ******

(Applicants may refer to typical submissions kept at the Planning and Inspections Department ofthe
City of Staunton on the third floor of City Hall located at 116 W. Beverley Street for
illustrations of how to present the required information)

Level 1

-Concrete steps installed to lead from ground up.
-Retaining wall to be constructed of existing
cinderblock
-orignal E Facing wall to be removed, along with
ceiling

Level 2

-Original steps to be removed and replaced with
trex composite.

I

i
{

I

I

i
J

\
!

t

-Reduction in size of steps is needed to
accommodate space for the steps from below.
-Color of Trex is TBD pending DHR approval.
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Historic Staunton Foundation
20 South New Street
Staunton Virginia, 24401
www.historicstaunton.org

STAUNTON HISTORIC PRESERVATION COMMISSION
HSF Recommendation
April 17, 2019
Certificate of Appropriateness
Storefront Changes
107-111 West Beverley Street
Beverley Historic District

Existing Condition: 107-111 West Beverley Street is a four-story, seven bay, brick structure originally designed as a
hotel with Sullivan commercial style influences. The building was completed between 1891 and 1894. The building has a
corbelled brick upper cornice. All windows are 1 over 1 wooden sash, with an arcade of round openings on the fourth
floor.
107 - 111 West Beverly St. reflects the evolution of architecture in the Beverly Historic District with the ground floor
storefronts altered following popular trends. 20th Century changes include the removal of the 19th century storefronts,
replaced with a storefront loosely reflecting Modern Style architecture, most likely constructed after World War II. The
Modern concrete panel storefront extended to the bottom of the 3rd floor windows. At the second floor, metal ventilation
grills replaced the window openings.
Today, the ground level Modern storefront remains. It includes an asymmetrical composition of a recessed glass and
aluminum window system, a round concrete support column, offset entry including glass double doors with rose marble
surround and display window.
1947 - Aerial View of Staunton shows the 2nd floor windows uncovered.
1948 - Staunton Directory indicates Carrol House
1963 – Hamrick Photo Series of downtown Staunton shows the mid-century Carrol House storefront.
21st Century Renovations:
A permanent stucco and metal awning and support rods were removed from the building façade between 2004 and 2007.
During this renovation, physical damage indicated that the weight of the 1960’s awning pulled the structure causing the
brick facade to bow. Mitigation of the damage included installation of contemporary decorative metal plates at the end of
tie rods securing the façade.
During the 2004 -2007 renovation, the development firm removed concrete panel coverings and ventilators from the upper
windows exposing 19th century double hung sash. Masonry was cleaned and pointed and the façade painted.
The 2004-2007 renovation also included removal of interior partitions and finishes from the upper floors.
Exterior work included demolition of the rear wall due to deterioration. Reconstruction of the wall included a concrete
block structure with red brick veneer and installation of wood sash windows. A new rubber membrane roof replaced a
deteriorated metal roof.
Note:
T. J. Collins designed a building labeled as Palmer House and the original drawings include 1892 and C.T. Palmer on the
design. The design is for a seven bay building, three stories tall, symmetrical design with pilasters, Corinthian capitals,
keystone arch upper window openings and a central pediment with finials. Masonry corbeling is indicated.
In comparison, 105-111 West Beverley is a 4-story building, constructed in two stages between 1894 and 1898. The
existing building does not include some elements indicated on the Collins design, including the large cornice, Corinthian
capitals on pilasters, or keystones in the arches. Early 20th Century photos may indicate a central round arch pediment,
and finials topping the cornice.

Proposed Work:
The applicant proposes to alter the glass and marble storefront and add windows to the rear wall. The changes are required
for adaptive reuse. See the architects drawing and photos.
As noted on the application:
- Renovation of front elevation to add new doors and side lites under marble element. Remove display window box West
Beverly St.
- Renovation of rear elevation to add windows to ground floor level.
Discussion:
See attached
V. Guidelines for Existing Buildings - Elements K. Storefronts
1. Preserve all elements, materials, and features that are original to the building or are early remodeling projects that
have become significant in their own right; repair them as necessary. These elements may include characterdefining features such as cornices, windows and trim, storefront windows, doors, and bulkheads. They may also
include glass butt window joints and molded clips, bronze window strips, and bronze moldings found on period
storefront systems. Also retain historic hardware such as hinges and door handles.
2. Remove any non-historic, inappropriate elements, materials, signs, or canopies that were added later and obscure
original architectural elements. Covering up windows, cornices, decorative features, or significant portions of the
wall alters the building’s proportions and changes its appearance; these alterations should be removed.
3. If significant storefront features are uncovered in any careful exploratory demolition, assess their condition for
preserving, repairing, or reconstructing them.
4. Reconstruct missing elements (such as cornices, window frames, transoms, and bulkheads) with physical
evidence and/ or historic photos if available. Otherwise, design simplified new elements that respect the character,
materials, and design of the building.
5. Avoid using or retaining materials and elements that are incompatible with the building or district. Depending on
the style and age of the commercial building, these may include: unpainted aluminum-frame windows and doors,
unpainted aluminum panels or display framing, reflective or tinted glass display windows, T1-11, vinyl or
aluminum siding, EFIS (artificial stucco), wood shingles, mansard roofs, metal awnings, coach lanterns,
residential styled solid doors, plastic shutters, inoperable shutters, or shutters on windows where they never
previously existed. Creating false historical appearances like Colonial, Old English, or other themed storefront
designs are not appropriate for the authentic historic buildings in downtown Staunton.
Inappropriate Treatments
6. Do not remove historic wooden storefront framing and replace with metal. Repair and retain historic wood
elements as needed.
7. Do not remove or reduce the size of storefront windows in order to create privacy for the use of the building
such as an office occupant. Partial interior shutters, blinds, or curtains can block views without destroying the
significant storefront windows.
8. Do not remove or cover up original storefront elements such as cornices or transom windows to create a space
for a sign or because of an installation of a dropped ceiling in the building’s interior. If the transom glass has
been removed, this area can be used for a sign installation or for an awning, depending on the overall existing
design and proportions of the façade.
9. Do not remove non-original storefronts that may have become historically significant alterations within the
history of the building. An example would be a complete storefront replacement from the early 20th century
that retained its design integrity. It is now an important historic and early change that should be preserved.
10. Window film applications that darken the appearance of the glass are not appropriate materials for display
windows in the historic districts.

HSF Recommendation:
HSF recommends the Certificate of Appropriateness be approved as designed.
Storefront:
While consideration should be given to the mid-century storefront elements, the buildings overriding architectural
character is from the 19th Century. Much of the mid-century cement panels that obscured the 2nd and 3rd floor window
openings have already been removed. The large scale, three-dimensional sign found in the 1963 photo is no longer part of
the composition.
However, it is difficult to apply a specific guideline supporting removal of the remaining mid-century entry elements.
The re-design accommodates entrance and egress requirements for the adaptive reuse and continues the overall design
emphasis of the glass mid-century front.
#4. Reconstruct missing elements (such as cornices, window frames, transoms, and bulkheads) with physical evidence
and/ or historic photos if available. Otherwise, design simplified new elements that respect the character, materials, and
design of the building.
The commission will need to consider if the remaining elements of the mid-century storefront are historically significant.
#9. Do not remove non-original storefronts that may have become historically significant alterations within the history of
the building. An example would be a complete storefront replacement from the early 20th century that retained its design
integrity. It is now an important historic and early change that should be preserved.
Rear Wall – Additional Windows:
The rear wall was rebuilt in 2004 due to significant deterioration of the historic wall.
The addition of windows will not affect the architectural character of this rear façade of the building. The proposed
locations match the fenestration.
Please provide the materials for the widows. It is suggested the new windows be made of wood, matching the
existing windows.

Sample motion:
I move the Certificate of Appropriateness be approved as designed. The adaptive reuse of the building requires a new
entrance and the proposed design utilizes “simplified new elements that respect the character, materials, and design of the
building.” The remaining mid-century elements are not significant in relation to the overall history and architectural
character of the 19th Century building.
The addition of the rear windows continues the fenestration pattern of the non-historic rear façade.

HSF Archive - Hamrick Collection - 1963

M. Storefronts

VII. Guidelines for New Construction & Additions
M. Storefronts
In Staunton’s downtown historic district, most of the
buildings have a storefront due to their commercial
nature. In the Wharf Historic District, some of the
buildings do not have storefronts due to their original
function but still have windows at street level.
1.

When designing new storefronts or elements
for storefronts, conform to the configuration
and materials of traditional storefronts.

2. Keep the ground levels of new retail
commercial buildings at least 60 percent
transparent up to a level of 10 feet if possible.
3. Articulate the entrance bay of larger
institutional or office buildings to provide
visual interest.
4. Include doors in all storefronts to reinforce
street-level vitality. Discourage “mini-malls”
with one central door to the interior unless
individual storefronts also have usable
entrances and display windows.
5. Neighborhood transitional buildings, in
general, should not have transparent first
floors that face residential areas, and the
design and size of their facade openings
should relate more to neighboring residential
structures.
6. Institutional buildings generally would not
have storefronts, but their street levels should
provide visual interest and display space
could be integrated into the design.

Blocks of downtown storefronts historically created a continuous shopping experience with display windows & welcoming
entrances that angled out, creating more display area.

Cornice
Transom

Angled
Display
Windows

Display Window
Bulkhead

Typical elements of commercial storefront are shown here.

Return to Table of Contents |
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K. Storefronts

V. Guidelines for Existing Buildings - Elements
K. Storefronts
The storefront is one of the three significant sections
of a typical facade of a historic commercial building
Typical Elements of a Commercial Facade and Storefront
building cornice
and the most visible since it is located on the main
(pedestrian) level of the structure. Its transparent
Cornice
bracket
windows
were designed
to draw the customer or
The cornice decorates
the top
of the building and may be made
client
to the business within as well as to display the
of metal, masonry, or wood. Some
vent
decorative
cornices sold
project there.
from
merchandise
At night, the lit storefront
the building while an ornamental
helps
illuminate
thetopsidewalk and add visual interest
band delineates
others. The
of the wall may have a patterned
for
downtown visitors. Many of the traditional
brick band or may have a coping
of brick, concretein
or metal.
storefronts
Staunton’s central business district
date from the late 19th to the-turn-of-the-20th
centuries.
Historic photos often can aid in planning reconstruction of
Upper Facade

missing storefront elements.

Upper facades are characterized
(cont.)

by smaller window openings that
repeat on each floor. These
windows may vary in size, type,
and decoration but usually are
the same for each floor. Other
facade details may be present on
the upper level facades such as
brick banding, corbelling, metal
grilles or decorative panels.

double-hung window
sign board
SIGN

storefront cornice

Storefront

The first-floor storefront is transparent and is framed by vertical
structural piers and a horizontal
supporting beam, leaving a void
where the storefront elements fit.
The storefront elements consist of
an entrance to the upper floors.
Later buildings may lack several
elements of traditional storefronts
such as transom windows or
decorative details.

This pair of Colonial Revival styled storefronts
retain their original design with the entablatures
supported by pilasters. Note the original transom.

transom window
awning

Likely, the interior of these storefronts has a
lowered ceiling and therefore the transom became
an appropriate location for signage.

transom bar
display window
brick pier
bulkhead
recessed entry

Typical storefront elements.
This storefront retains it prism glass tile transom, a
rarely surviving feature. Note the door to the upstairs
space.
Return to Table of Contents |
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K. Storefronts

V. Guidelines for Existing Buildings - Elements
GUIDELINES
1.

Preserve all elements, materials, and features
that are original to the building or are early
remodeling projects that have become
significant in their own right; repair them
as necessary. These elements may include
character-defining features such as cornices,
windows and trim, storefront windows, doors,
and bulkheads. They may also include glass
butt window joints and molded clips, bronze
window strips, and bronze moldings found on
period storefront systems. Also retain historic
hardware such as hinges and door handles.

TECHNICAL INFORMATION
Preservation Brief #11
Rehabilitating Historic Storefronts
https://www.nps.gov/tps/how-to-preserve/briefs/11storefronts.htm

2. Remove any non-historic, inappropriate
elements, materials, signs, or canopies
that were added later and obscure original
architectural elements. Covering up windows,
cornices, decorative features, or significant
portions of the wall alters the building’s
proportions and changes its appearance;
these alterations should be removed.
3. If significant storefront features are uncovered
in any careful exploratory demolition, assess
their condition for preserving, repairing, or
reconstructing them.
4. Reconstruct missing elements (such as
cornices, window frames, transoms, and
bulkheads) with physical evidence and/
or historic photos if available. Otherwise,
design simplified new elements that respect
the character, materials, and design of the
building.

5. Avoid using or retaining materials and
elements that are incompatible with the
building or district. Depending on the style
and age of the commercial building, these
may include: unpainted aluminum-frame
windows and doors, unpainted aluminum
panels or display framing, reflective or
tinted glass display windows, T1-11, vinyl or
aluminum siding, EFIS (artificial stucco), wood
shingles, mansard roofs, metal awnings, coach
lanterns, residential styled solid doors, plastic
shutters, inoperable shutters, or shutters
on windows where they never previously
existed. Creating false historical appearances
like Colonial, Old English, or other themed
storefront designs are not appropriate for
the authentic historic buildings in downtown
Staunton.

TRANSOM WINDOW OPTIONS

The original storefront with its
historic prism glass transom.

Return to Table of Contents |

Missing prism transom has been
replaced with a wooden panel
insert.

A new reproduction prism glass
transom has been installed in
the location of the former one.

Missing prism transom has been
replaced with a new sign board.

Missing prism transom has been
filled in with a wooden panel
and a new awning installed.
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K. Storefronts

V. Guidelines for Existing Buildings - Elements
Inappropriate Treatments
6. Do not remove historic wooden storefront
framing and replace with metal. Repair and
retain historic wood elements as needed.
7.

Do not remove or reduce the size of
storefront windows in order to create privacy
for the use of the building such as an office
occupant. Partial interior shutters, blinds, or
curtains can block views without destroying
the significant storefront windows.

8. Do not remove or cover up original storefront
elements such as cornices or transom
windows to create a space for a sign or
because of an installation of a dropped
ceiling in the building’s interior. If the transom
glass has been removed, this area can be
used for a sign installation or for an awning,
depending on the overall existing design and
proportions of the façade.
9.

This original storefront may have
been remodeled into a new design
that does not respect its historic
character (see images on right).

Here the original storefront
surround has been covered with a
new material & the upstairs door &
transom has been remodeled.

Do not remove non-original storefronts that
may have become historically significant
alterations within the history of the building.
An example would be a complete storefront
replacement from the early 20th century
that retained its design integrity. It is now
an important historic and early change that
should be preserved.

Here, the new material extends
to the 2nd floor windows. The
storefront windows & the doors also
were replaced.

This art deco storefront is a remodeling of an earlier one.
Due to its age and design, it now is a contributing historic
element and should be preserved. It is constructed of
Lynchburg greenstone. Note the butted glass panels.

10. Window film applications that darken the
appearance of the glass are not appropriate
materials for display windows in the historic
districts.
This storefront originally had two surviving
historic openings that were bricked in. The
storefront was inappropriately covered with
permastone that damaged the historic surfaces.
Return to Table of Contents |
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Historic Staunton Foundation
20 South New Street
Staunton Virginia, 24401
www.historicstaunton.org

STAUNTON HISTORIC PRESERVATION COMMISSION
HSF Recommendation

New Application April 2019
New Application – November 19, 2018
Continuation – August 20, 2018
Continuation - July 18, 2018
Original review -June 20, 2018

Certificate of Appropriateness
325 Institute Street
Work Previously Completed and Installed – Replacement Windows
Newtown Historic District
Existing Condition: Built between 1921 and 1929 this is a 1 story, 2 bay frame house with a side gable and gable over
entry roof. The roof is covered with asphalt shingles. The house appears to be sheathed in replacement siding.
The front porch includes tapered columns resting on stucco bases and pressure treated railing. Site features include rubble
stone retaining walls.
The house is wrapped in synthetic siding including soffit and trim wrap. Historic architectural details including wood
moldings, siding and trim are obscured.
An off street parking area has been installed with gravel surface, and railroad tie support walls.
A pre-fabricated storage shed with gable roof has been added to the site.
Mini-split HVAC unit with vinyl compression line covers is located on the North side of the house.
Vinyl double hung windows with single lights have been installed. The architectural inventory sheet and Google Earth
images indicate the house had four over one, divided light double hung sash.
Architectural inventory photo and notes also indicate the house had a metal standing seam roof, a central masonry brick
chimney, included another column base on the porch, and had clapboard siding with associated trim. The porch gable was
decorated with vertical, round end detailing and included brackets under the eaves.
Work Previously Completed and Installed:
Historic Windows removed - Replacement Windows installed
Parking – railroad tie retaining structure filled with gravel.
Resolved from previous meetings:
Storage Shed – set on site
Mini-split HVAC – installed – boxwood screening proposed

Proposed Work:
April 2019: Owner proposes to install four wood windows on the front façade and sides of the house. See the application
and written proposal.

Discussion:

Windows
City of Staunton Residential Historic District Guidelines:
GUIDELINES:
1. Retain and preserve windows that contribute to the overall historic character of a building, including their functional
and decorative features such as frames, sash, muntins, sills, trim, surrounds, hardware, and shutters.
2. Repair original windows by patching, splicing, consolidating or otherwise reinforcing; replace only those features that
are beyond repair. Wood that appears to be in bad condition because of peeling paint or separated joints can often, in fact,
be repaired rather than replaced.
3. Uncover, repair frames, and reinstall windows with their original dimensions where they have been removed or
blocked in.
4. If interior changes require the removal of a historic window on a primary elevation, retain the frame and sash on the
exterior or use shutters if historically appropriate to create the appearance of the historic window remaining in its original
location.
5. Before replacing historic windows, conduct a physical survey of the window(s) to determine if they can be repaired or
consolidated to extend the life of this historic element. (See a sample window survey worksheet in the appendix.) If a
window on the front of the house must be replaced and an original window of the same style and size is identified on a
secondary elevation, place the historic window in the opening on the primary façade.
6. Replace the unit in kind if replacement of a deteriorated window is necessary by:
a. Matching the design and dimension of the original frame and sash.
b. Maintaining the original number and arrangement of panes.
c. Using true divided lights, or three-part simulated divided lights with integral spacer bars and interior and exterior
fixed muntins. Small variations, such as the width and depth of the muntins and sash, are permitted if those
variations do not significantly impact the visual character of the historic window design.
d. Using the following material types of replacement windows: wood, moisture-reduced wood, or wood-resin
composites.
e. Consider replacing only the sash when the historic windows are too deteriorated for repair. By placing a track and
a new sash in the old frame, no interior trim is removed, so there is no need to repaint woodwork or repair adjacent
interior walls.
7. Base reconstruction of any missing windows on physical evidence, similar remaining windows, or historic
photographs.
Inappropriate Treatments:
8. Do not replace any historic windows without undertaking a condition survey of the existing windows.
9. Do not remove existing windows and fill in the openings on primary elevations visible from a public right-of-way.
10. Do not install replacement windows that do not fit the opening.
11. Do not use materials or finishes that radically change the sash, depth of reveal, muntin configuration, reflective quality
or color of glazing, or the appearance of the frame.
12. Do not use clip-in/false muntins and removable internal grilles to mimic divided lights.
13. Do not use vinyl windows when replacing historic windows.

HSF Recommendation for April 2019:
Windows: The proposal is to install four wood windows on the front façade and sides of the house.
The applicant is working with a window restoration firm that provided specifications for wood windows. Note the plan
does not specify four over one, divided light sash.
Again, a guide is provided by HSF outlining how the applicant might proceed to restore/reconstruct appropriate
windows to the openings. The options follow the Staunton Residential Historic District Guidelines and record of this
specific property. Note that at COA provides 12 months to complete the specified work with a onetime option to
renew the COA.
HSF recommends approval for installation of 4 windows as proposed provided the wood replacement windows replicate
the historic windows removed from the house.
Again, the clearly stated Staunton Residential Historic District Guidelines and Secretary of Interior Standards do not
support removal of historic windows. Restoration of the four windows is an appropriate measure; the remainder of
window openings viewable from the street are not being restored.
The HPC should consider if partial restoration of the removed windows will satisfy the zoning requirements and if the
remaining replaced windows affect the architectural character of the property.

The Commission may want to review the Zoning language. Below are selected sections to help guide this project.
https://www.codepublishing.com/VA/Staunton/#!/Staunton18/Staunton1885.html#18.85
(12) “Material change in appearance” means a change that will affect either the exterior architectural or
environmental features of an historic property or any contributing or noncontributing building, structure, site,
object, or landscape feature within an historic district, such as:
(a) Reconstruction or alteration of the size, shape, or facade of an historic building, including relocation of
any doors or windows or removal or alteration of any architectural features, details, or elements.
(b) Demolition or relocation of an historic structure.
(c) Commencement of excavation for construction purposes.
(d) Change in the location of advertising visible from the public right-of-way.
(e) The erection, alteration, restoration or removal of any building or other structure within an historic
property or district, including walls, fences, steps, and pavements, or other appurtenant features.
(f) New construction within an historic district.

8.85.050 Application to commission for certificate of appropriateness.
(1) Approval of Material Change in Appearance in Historic Districts or Involving Historic Properties. After the
designation by ordinance of an historic property or of an historic district, no material change including
construction, reconstruction, exterior alteration, demolition, or relocation that affects the appearance of such
historic property, or of a contributing or noncontributing building, structure, site or object within such historic
district, shall be made or be permitted to be made by the owner or occupant thereof, unless or until the
application for a certificate of appropriateness has been submitted to and approved by the commission. A
certificate of appropriateness shall be required whether or not a building permit is required. Ordinary
maintenance and repair items such as those listed in SCC 18.85.060 are exempt from review.
(j) Certificate of Appropriateness Time Constraints.
(i) Certificates of appropriateness shall be issued for a period of 12 months. On written request from
an applicant, the commission may grant a single extension of its approval for a period of up to one
additional year if, based upon submissions from the applicant, the commission finds that conditions
on the site and in the area of the proposed project are essentially the same as when approval
originally was granted.
(ii) Any certificate of appropriateness shall also expire and become null and void if such authorized
work is suspended or abandoned for a period of 12 months after being commenced. Any period or
periods of time during which the right to use any such certificate or permit is stayed pursuant to this
chapter shall be excluded from the computation of the 12 months.
18.85.060 Maintenance and zoning code provisions.
(1) Ordinary Maintenance or Repair. Ordinary maintenance or repair of any exterior architectural or
environmental feature in or on an historic property or a building, structure, site or object within an historic
district to correct deterioration, decay or damage, or to sustain the existing form, and that does not
involve a material change in design, material or outer appearance thereof, does not require a certificate of
appropriateness.
Such actions shall include the following and any similar actions which in the opinion of the commission or its
designated staff will have no more effect on the character of the district than those listed:
(a) Repainting resulting in the same or in a different color. (Original painting of masonry surfaces is not
exempted from review.)
(b) Replacing broken window panes, missing roof shingles, or missing features with matching in-kind
materials.
(c) Addition or deletion of storm windows and doors, window-box gardens, awnings, temporary canopies,
window air conditioners, or similar appurtenances.
(d) Addition or deletion of television or radio antennas, skylights or solar collectors in locations not visible
from a public street.
(e) Planting of grass, trees and shrubs, but not including landscape treatment which substantially alters
the contour of a site or involves landscaping or construction of parking areas, fences, walls, walkways,
pools, fountains and the like which materially affect the appearance of a site and which is visible
from a public street.
(f) Any changes to a structure which are not visible from a public street.
Provided, however, that the commission or designated staff shall have authority to order that work be stopped
and that an appropriate application be filed for review in any case where in his/her opinion the action may
produce the loss or irreparable changes to character-defining features of the building or arresting and
spectacular effects, violent contrasts of materials or colors and intense and lurid colors or patterns, or a
multiplicity of incongruous details clearly inconsistent with the character of the present structures or with the
prevailing character of the surroundings and the historic district.

Sample Motion:
•

I move the Certificate of Appropriateness be approval for installation of 4 windows as proposed provided the
wood replacement windows replicate the historic windows removed from the house. As established, those
windows were four over one, divided light sash.

•

All windows viewable from the street must be restored to the historic appearance utilizing materials and finish
compatible with the historic house. As established, those windows were four over one, divided light sash.

OR

It is established that the historic windows are no longer available for rehabilitation and re-installation.
Any replacement of missing windows viewable from the street need to meet the following adopted guidelines,
#6 Replace the unit in kind if replacement of a deteriorated window is necessary by:

f. Matching the design and dimension of the original frame and sash.
g. Maintaining the original number and arrangement of panes.
h. Using true divided lights, or three-part simulated divided lights with integral spacer bars and interior
and exterior fixed muntins. Small variations, such as the width and depth of the muntins and sash, are
permitted if those variations do not significantly impact the visual character of the historic window
design.
i. Using the following material types of replacement windows: wood, moisture-reduced wood, or woodresin composites.
j. Consider replacing only the sash when the historic windows are too deteriorated for repair. By placing a
track and a new sash in the old frame, no interior trim is removed, so there is no need to repaint
woodwork or repair adjacent interior walls.

Provided by Historic Staunton Foundation
Replacement Window product options to replicate lost historic windows

Description of how to proceed with the project of making new wood windows for the historic house:

Specifications:
New windows will be made of wood with a painted wood exterior (no aluminum or vinyl wrap/cladding)
•
•
•
•

•
•
•

Windows will be custom made to fit the openings of the historic windows.
The window opening will not be framed in or increased in size to fit a stock/off the shelf sized window.
The historic window opening, including the jamb, header, and sill must remain and be used as the base
measurement of the opening.
It is not known if the window casings were removed from the jamb when the vinyl replacements were
installed. If the historic casings are in place, the casing will be uncovered and the new sash will be
made to fit the historic casings.
Parting stops will be reinstalled with weatherstrips applied to casing or sash to stop air flow.
Another option is to install a modern jamb liner with balance to operate the sash. The liner should fit
between the sash stops of the casing and not be highly visible.
Further energy efficiency can be attained by installing storm windows made to fit the casing. Storm
windows do not require a Certificate of Appropriateness from the City of Staunton.

To order and/or make the new window sash and other parts to fit the historic openings:
Careful measurements must be taken according to the window manufacturers or custom builders
instructions.
Each window opening must have any additions such as vinyl wrap or jamb liner removed to arrive at
the correct dimensions of the historic opening.
Window appearance from the exterior:
After reviewing photos of the house, it appears the windows were 4 over 1 light sash. This means that the top
sash will include 4 vertical glass panes and the bottom sash will have 1 glass pane glazed into wood muntins.

The new window sash will replicate the historic sash. The photograph indicates the bottom sash of the
window was open at the time the photo was taken.
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Companies that use your measurements to make a custom windows:

Valley Building Supply – Harrisonburg

Chris Dawson
210 Stone Spring Road
Harrisonburg, VA 22801
540-434-6725
Custom-made mahogany sash = about $250 per individual sash = $500 per window
The price comes down with more windows ordered at a time due to machine setup and cutting/shaping order of parts.

Vintage building & vintage workshop

Restoration, Renovation, and Period Additions
600 N. Loudoun St.
Winchester, VA 22601
Tel: 540.545.8880
Email: david@vintagebuilding.com
6 Lite Window Sash-With Glass = $370.00
https://www.workshop.vintagebuilding.com/product/6-lite-window-sash/
Period window sashes for your new or historic home.
In our workshop, we build window sashes that match your home’s original style. We build our sashes with our antique
single end tenoning machine, to produce quality and traditional through-tenon and pinned joints.
This item is for a 6 lite upper or lower sash with glass, priming and glazing. (Pictured) With 8″ x 10″ glass, the upper sash
is 29″ wide x 24″ tall. The lower sash is 29″ wide x 25 1/2″ tall. Both upper and lower sash are 1 3/8″ thick. Choose your
options, and we will make you traditional sashes from exterior rot resistant wood.

Hoffmeyer custom mill using period machinery located in Canada: “Hoffmeyer's Mill was established in 1906 by

Henry Hoffmeyer. It was previously a wooden well-pump factory. The original mainline-shaft dates back to the 1870's.
Additional equipment has been added over the years to manufacture wooden sash/storm windows along with retail
lumber and building materials.” “Skeptics have long since silenced, for now we are in our 44th year and have entered the
21s century... still working on 19th century technology! We now help support 7 local families with the employment of our
staff.”
http://www.hoffmeyersmill.on.ca/web/hoffmeyers.htm
• If I am American, why buy from Canada?
With today's global economy, doing business back and forth just makes sense. Canada does more trade with the U.S.A
than any other country. We are good neighbors and do billions of dollars in trade each day.
• How does Hoffmeyer's get me my product?
Doors for example (and other smaller items) are shipped to your door via UPS orders shipped to the United States. If you
are from overseas, we will look into shipping possibilities for you. Larger orders ie: house lots of trim or large quantities of
windows and doors would be shipped reasonably priced by local common carrier LTL or any other arrangement that we
can work out.
Buying Guides for Specialty Building Components: https://www.traditionalbuilding.com/buying-guides/doors-windowsshutters/windows-sash-wood
Such as: https://adamsarch.com/custom-wood-windows/double-or-single-hung/

Staunton Makerspace is a resource that may make the project much more affordable. This will require dedicated
time, patience, and participation to learn craft.
Staunton Makerspace located on Jefferson Street offers a good, safe wood shop with assistance from skilled
woodworkers.
A monthly membership costs $50.
http://www.stauntonmakerspace.com/
Parts to make window sash and casing:
http://www.siewers.com/sash-parts/
Address: 1901 Ellen Road, Richmond, VA 23230
Hours: Monday–Friday 7:30 am–4:30 pm
Phone: (804) 358-2103
Fax: (804) 359-6986
Attached are guides describing how to make wood window sash.
Local Carpenters recommended by Members of Historic Staunton Foundation:
O'Byrne Contracting Inc
Historic Window Specialists
2311 Lee Hwy,
Lexington, VA 24450,
http://ocivirginia.com/

Shell, Sam
122 North Jefferson
Monterey VA
Bus: (540) 468-3174
E-mail: samshell@ntelos.net

Hansen, Eric
506 West Beverley Street
Staunton, VA 24401
Bus: (540) 290-4119
E-mail: hansonconstruct@gmail.com

Borzelleca, Paul
19 Fayette Street
Staunton, Virginia 24401
E-mail: paulmodernboy@gmail.com
Bus: (540) 487-8367

Knapp, Jeramie and Mike
318 Campbell Street
Staunton, Virginia, VA 24401
Kuntz, Jonathan
352 Summerdean Rd.
Middlebrook, VA 24459
Bus: (917) 903-4975
E-mail: jonathankntz@yahoo.com
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V. Guidelines for Existing Buildings - Elements
B. Windows
Windows are one of the major character-defining
features on most historic buildings. Their size, sash
type, framing, details, and arrangements play a
major part in defining the style, scale, and character
of a building. The function of windows adds light to
the interior of a building, provides ventilation, and
allows a visual link to the outside.
On commercial buildings, the upper façade
contains windows that help define the character of
the building and may provide a pattern of openings
with neighboring buildings to form the street wall
of the entire block. Façade windows may be more
decorated than windows on secondary elevations,
which may be more utilitarian and may have been
blocked in or covered up.
Frame

Prior to the proposed replacement of any
windows on a historic building, a condition
survey of existing windows must be undertaken
as a part of an application to the HPC. By noting
the number of windows—whether each window is
original or replaced, the material, type, hardware,
and finish, the condition of the frame, sash, sill,
putty, and panes— you may be able to more clearly
gauge the extent of rehabilitation or replacement
necessary. Most wood windows can be repaired
instead of being replaced.
Windows should not be replaced unless a
window survey reveals that a majority of them are
beyond repair or have already been replaced by
architecturally inappropriate replacements.
The subject of window repair and replacement is
one of the most common issues that architectural
review boards deal with on a regular basis. The
following website has a large amount of information
about many aspects of historic windows:
http://www.oldhouseguy.com/windows/

Sash

Muntin

It also includes information about private
companies that make windows and related
products. The inclusion of this site does not mean
that this publication endorses or agrees with any
opinions or information from the author regarding
these private companies.

Before Replacement of Historic Windows
Care should be taken before deciding to replace
existing historic windows for the following reasons:
1. Historic wooden windows are often
constructed of old-growth wood that has
dense growth rings and provides for better
resistance to water and insect damage.
These types of windows therefore last
much longer than wood windows made
with recent- growth wood. Historic wood
windows may also be repaired and their life
extended through several rebuilding phases
instead of replacement.
2. Often, historic windows are replaced
to save energy costs and to prevent air
infiltration. Studies have shown that a
properly maintained historic window with
a well-fitted storm window can be just as
efficient as a double-paned replacement
window with simulated divided lights.
3. Vinyl windows may have an average life
of 20 to 25 years before they will need to
be replaced again, and they cannot be
repaired easily, or at all, if there is failure of
their material or sealing.
4. Window replacement is generally a poor
investment since the payback time for them
usually is longer than the average individual
owns the building.

Sill

Basic components of a typical window.

Return to Table of Contents |
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B. Windows

V. Guidelines for Existing Buildings - Elements
GUIDELINES:
1.

Retain and preserve windows that contribute
to the overall historic character of a building,
including their functional and decorative
features such as frames, sash, muntins, sills,
trim, surrounds, hardware, and shutters.

a.

c.

3. Uncover, repair frames, and reinstall windows
with their original dimensions where they
have been removed or blocked in.

9.

Using true divided lights, or three-part
simulated divided lights with integral
spacer bars and interior and exterior
fixed muntins. Small variations, such as
the width and depth of the muntins and
sash, are permitted if those variations
do not significantly impact the visual
character of the historic window design.

d. Using the following material types
of replacement windows: wood,
moisture-reduced wood, or wood-resin
composites.

4. If interior changes require the removal of
a historic window on a primary elevation,
retain the frame and sash on the exterior
or use shutters if historically appropriate
to create the appearance of the historic
window remaining in its original location.

Return to Table of Contents |

8. Do not replace any historic windows without
undertaking a condition survey of the
existing windows.

Matching the design and dimension of
the original frame and sash.

b. Maintaining the original number and
arrangement of panes.

2. Repair original windows by patching,
splicing, consolidating or otherwise
reinforcing; replace only those features that
are beyond repair. Wood that appears to be
in bad condition because of peeling paint
or separated joints can often, in fact, be
repaired rather than replaced.

5. Before replacing historic windows, conduct
a physical survey of the window(s) to
determine if they can be repaired or
consolidated to extend the life of this
historic element. (See a sample window
survey worksheet in the appendix.) If a
window on the front of the house must be
replaced and an original window of the same
style and size is identified on a secondary
elevation, place the historic window in the
opening on the primary façade.

Inappropriate Treatments:

6. Replace the unit in kind if replacement of a
deteriorated window is necessary by:

7.

e. Consider replacing only the sash
when the historic windows are too
deteriorated for repair. By placing a
track and a new sash in the old frame,
no interior trim is removed, so there is
no need to repaint woodwork or repair
adjacent interior walls.
Base reconstruction of any missing windows
on physical evidence, similar remaining
windows, or historic photographs.

Do not remove existing windows and fill in
the openings on primary elevations visible
from a public right-of-way.

10. Do not install replacement windows that do
not fit the opening.
11. Do not use materials or finishes that radically
change the sash, depth of reveal, muntin
configuration, reflective quality or color of
glazing, or the appearance of the frame.
12. Do not use clip-in/false muntins and
removable internal grilles to mimic divided
lights.
13. Do not use vinyl windows when replacing
historic windows.

TECHNICAL INFORMATION
Preservation Brief #9
The Repair of Historic Wooden Window
https://www.nps.gov/tps/how-to-preserve/briefs/9-woodenwindows.htm
Preservation Brief #13
The Repair and Thermal Upgrading of Historic Steel Windows
https://www.nps.gov/tps/how-to-preserve/briefs/13-steelwindows.htm
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V. Guidelines for Existing Buildings - Elements
TYPICAL WINDOW TYPES

Six-over-six sash in earlier & in
revival styles.

Two-over-two sash in a frame
building in 19th C. styles.

Two-over-two sash in a brick
building with decorative cap.

One-over-one sash in late 19th
& 20th c. buildings.

Eight-over-eight sash in 20th c.
revival styles.

Decorative leaded sash & sidelights in
a early 20th c. brick building.
Six-over-six sash in an early 19th
c. frame building.

Return to Table of Contents |

Two-over-two sash in a late 19th c.
brick building.

Four-over-four sash in a
late 19th c. brick building.

One-over-one replacement
sash in a 19th c. brick building.
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V. Guidelines for Existing Buildings - Elements
WINDOW TYPES

Decorative oriel window with three
one-over-one sash & a balcony above
in a late 19th c. building.

Decorative bay window with double
one-over-one sash in a late 19th c.
building.

Double casement windows to appear
as pairs of six-over-six sashes to create
a large bay window in this bungalow.

Steel frame casement windows arranged in a set
of three 16-light windows with a center four-paned
section that opens for ventilation.

A double window made of two four vertical
lights over-one sash; this type is seen on early
20th c. buildings including American Foursquare
& bungalows.

This pair of small casement windows contains
decorative diamond shaped panes.

Return to Table of Contents |
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IMPORTAI\IT NOTE: The complete application must be liled with the City of Staunton's Offrce of Phnning & Inspections no
latcr thrn th€ lirst Tuesday ofthe month to be h€ard et lhat month's Historic Preservation Commission Meeting. Applicttions
received

rfter the lirst Tuesdey oftbe month will

be heard et th€ next month's meeting.

APPLICATION FOR CERTIFICATE OF APPROPRIATENESS
City of Staunton, Virginia
* * ** * *** * * ** * *** * *** * *** * ** * ** * ** L *** * ** *** ****

i * * * ** *** ** *** * * * * ** *

Historic Preservrtion Commission
116 W. Beverley Street
Staunton, VA 24401

Phone: (540) 332-3E62 Fax: (5{0) 332-3807

ffiiliTff69", R"nAO

Rqf ettra,qf

sts','l,.,,",{4nlL!/'/J^^-.r11/A
vairiogddd*ssgQS
city/stdezip

s-,4r,t.i'o,al, t

Phone/FaxNumb€r:

Emair:

t4js+;+"rl& Sf

A ?L+t+6 r

+3+ -+[e *3

OOU_

BrA) p FDTD F: GrvlA-tt,, c aM

R€pres€ntative Agen(s)

Nllne
Firm
Mailing

addrEss

Citylsr enip
Phong/F&( Numbei

Email:

(Check the approprirte boxes-CIIECK ALL TIIAT APPLY)
Addition

Relocation

Wall,trence

Deck/Porch

Demolition

Driveway/Parking Area

New SFucture/Building

Grounds/Landscaping

Signage

Dumpst€r Screen

Other

Other

Other

Other

Exterior Chanse

\N iWYAi,f.K

The above named person(s/firm has permission to represent me regording this request for rrchitectural
review. I understand that I or mv reoresentative asent(s) must be oresent at the Historic Preservation

result in the denial of mv prooosal bv the Comnission due to insufficient information. No material
change in the appearance of my properfy, that is viewable fron any rpublic street, shdl be performed
before receiviug a Certilicate of Appropriateness. I further understand that approval by the Historic
Preservation Commission for any modifications to homes, buildings, landscaping, or grounds including
fences,
and parking
shall expire 12 months from the date of aBrproval.

SIGNATIJRE

eo12

a:rt)*:*t + * '|,| *,t:t:t:l t *:l:*,r tlta***:t!a* *,| rr,t *,t,t *,t* *t * * * *rt+:t:r:r *
PLEASE READ: Applicants are encouraged to submit complete applications \vith sufficient information to enable a
clear understanding ofthe proposal by the Historic Preservation Commission members and staff Incomplete
applications that do not clearly commmicate the proposed improv€ments or changes will be denied.

*t:t*t***,t,1****:!:tari.tt t*l.,t:a't 't,t*.t

a:tra*r*rata

'l '|

:i**a:laa:l:*:a,t***l)altt*:l:l:at|'1.|rt.l,l.,|*'tt,l,l.:t.t'l.i,l:r,|*l.:l,lt,t,t,l+|It*a:ta+a**.t{.1*:at|*aaart.t:t:t**,atat+*{.:r*:},r

FULL DESCRIPTION OF PROPOSAL:

REOUIRED INT'ORMATION TO BE SUBMITTED WITH APPLICATION:
@ach item submitted is to be IIIITIALED by the applicant, If you are not submitting any
ofthe requested information, please indicate not applicable and explain in the space
provided why it is not necessary for this project)

Site plan or plat of property

Photographs showing property, work in question, and the area of the proposed

Other (please list)

A list of materials that identifies the type and quality of mrterials to be used in the

Twelve sets of all information and naterials for use bj the Historic preservation
Commission members and stalf in the review of this request (REeUIRED)
*****COA for signs only requires two sets of information. ******

(Applicants may refer to typical submissions kept at the Planning and Inspections Department of the
City of Staunton on the third floor of City Hall located at 116 W. Beverlev Street for
illustrations of how to present the required information)

ff[

te

4lLhe
Historical Zoning Commission
116 West Beverley Street, #3

Staunton. VA 24401

Dear Historic Preservation Commission members,
As you may recall, I moved

to 325 Institute Street on 1/15/18. I was completely unaware that historical
guidelines
zoning
existed until being notified after I had already installed new vinyl replacement
windows, in addition to a few other inappropriate home improvements. Working with Mr. Rhodes and
Ms. Nesselrodt, I have rectified three items so far. I've painted my deck & railing, hid my heat pump
with boxwoods and most recently moved my shed 8ft from the propefi line.
Regarding my windows; on a HPC 8/28/18 hearing, Deneen Brannock made a good suggestion that

I

regret not taking at the time, but it could certainly be a viable solution right now. The idea was to just
change out the 4 big windows along the same line on the 1st level. After this was said, I noticed a few
nods that appeared to be in agreement. While this is still a financial hardship for me, Frank Strasster
recently received better bids than I did, and I would respectfully request we reconsider this option as
appears to be the last solution I can

afford.

it

(meeting snip below)

Ms' Brannoct guestioned Mr. Ren rmelkan rp if he would considor replacing, and Mr, stassler
had provided a source for historic sryle wood windows, rhe froat window-and then r|e upper
'Mr.
story windows on the rorth ard south elevation which would be a total of four windows.
Ranrnrolkamp stated lrc would consider the front window and would consider doing tlro nrullions
on the sidc of thc houso ald landscaping. I'Ic nohd this would bc bis next proposat wbicb hc
could do now. Hc r.oted it sounded like a rcjection was inrminent, but ho is iyiig to ooopcraro
ard doing it the best that ho cao fiuar.cially.
I've attached a photo that indicates the windows to be replaced along with a new certificate ot
Appropriateness deemed acceptable to submit by City Counsel. I have also attached specs & photos

from o'Byrne Contractin& know as Historical window specialists out of Lexington Va. They came to me
from Frank's recommended list of professionals to work with. From what they have provided us, l,m
convinced they can build a historically approved window. They have given me a fair price to build,
remove and install 4 windows and I am prepared to hire them as soon as possible.

ft*M

Sincerely,

Ron Rammelkamp - 325 Institute Street, Staunton VA 244Of

ronrfoto@gmail.com; 434-466-3004

{ECE

o'lvtt{E €,01{ltr(11}tG, tttc,

Units will be single hung-meaning the bottom sash willfunction and the top sash will
be fixed.

Units will be primed only. Finished painting to be by owner.
Hardware will be salvaged from the OCI collection in brass. New sash cords will be

orovided.
We are assuming once vinyl units are removed - existing weight pockets are still usable.
lf they are filled with insulation or inaccessible, we will need to change to a spring
balance system which will be an additional material cost.
Glass will be {8" single strength float glass, Blazed with DAp 33 glazing putty.
Decision to proceed and deposit must be paid on or before 2/29/19 to avoid additional
priming cost. We spray prime our sashes in our automotive paintbooth and we can work
your sashes in with the JMU Wilson Hall sashes so we don,t need to charge you for setup and clean-up,
After deposit is made, work can be completed in approximately 4 weeks.
Interior and Exterior around units requiring replacement will be free and clear of
personal items and window treatments. Some work will need to be done from the
interior and ocl will broom clean and/or vacuum our workspaces. professional final

interior/exterior cleaning EXCLUDED.

ws10 il{ BoTTOfl
This detail shows the bottom of th€ inn€r s€sh of
a doftb-hmg wirdow. hrt wittqrt Ere
@ered
sil it could also be lhs oul€r doubb.hung sash or

lhe sides of a sf,<tng wirdarv or door. Cut a 1/g.

x 1/4" (3mm x 6rm) groove in the bottom of the
sash and insert a WS10. lf a i/rl" gnp wanld be
mo.e appropriate, use

WSll.

Using this weatherstripping system gives you the arguable efficiency for a modern vinyl
replacement unit. Adding an interior or exterior storm window has original double hung
sashes with weatherstripping out performing vinyl replacements.

Staunton Historical cannot require you to weatherstrip the windows, but we recommend
it. lf you choose not to add it now, the sashes must be removed to add it later making it
far more expensive to add later.

"l (Ron Rammelkamp) am opting for this weatherstripping and lwil! do the final
painting. To make the window, take out the 4 other windows and install the new
ones will be in the range of what lwas getting previously. l've talked to Elizabeth,
and I am satisfted.
Payment will be as follows:
25% Deposit
85% When Sashes are Fabricated and Ready to lnstall
100% After Installation

Eliabeth O'Byrne King President - LEED AP
2311 N. Lee Highway, LexinElton, VA 24450
{.54O) AL7 a245l(s4o) 3o1-14a4 f ax
* * t * *wutw.ociyirginia.com * * * * *

Examples of Replica Wood Sashes
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Historic Staunton Foundation
20 South New Street
Staunton Virginia, 24401
www.historicstaunton.org

STAUNTON HISTORIC PRESERVATION COMMISSION
HSF Recommendation
April 17, 2019
Certificate of Appropriateness
Rear and Side Additions
207 Church Street
Newtown Historic District
Existing Condition: Built between 1914 and 1921 this is a 2 story, 2 bay frame house with pyramidal hip standing seam
metal roof. A brick masonry chimney is centrally located on the roof. The house is a vernacular building with Classical
Revival elements. The architecture incorporates a wide overhanging bracketed eave, wood siding, one over one double
hung wood sash windows, and a single story front porch with hip roof, Tuscan columns, square picket balustrade, and red
brick piers. The pargeted foundation is prominent on the south side due to the slope of the yard.
The view for the rear of the house is limited, possibly viewable in the winter from Middlebrook Avenue.
Proposed Work:
The applicant proposes to construct an addition to the rear and enclose a porch area on the side of the house. Please review
the architect’s drawings and the application for material list and discussion.
Discussion:
See attached
VII. Guidelines for New Construction & Additions
O. Materials & Textures
1. Use compatible traditional materials such as brick, stucco, stone, and wood for new construction. Avoid splitfaced block, and any material, color or texture that is in stark contrast to the context of the new construction.
2. While wood is the most appropriate material for siding on new houses, non-grained cementitious siding may be
appropriate for new construction as well.
3. While wood is the first choice for elements such as trim, porches elements, and other decorative features,
substitute materials will be considered for trim details. Some currently available composites are available in customformed lengths, such as urethane, while others, including cellular PVC, are dimensional mill-ready blanks. Flat board
dimensional materials are available in wood- resin composites and cement board but are not able to be worked in
the traditional manner of wood. Vinyl, aluminum, or other metal sidings are not appropriate on new buildings in the
historic districts.
4. Consider using materials that have a paint finish, can receive paint coatings, and are designed to retain them.

R. Additions
Additions to the existing historic buildings may be compatible with the design, scale, and architectural style of the
original structure while still being differentiated from the historic building. In any case, the addition should be designed
so that significant historic materials, features, and forms of the original building are maintained. There is no specific
formula for the design of an addition; it can be any architectural style - traditional, contemporary or a simplified version
of the historic building.
1. Attempt to locate the addition on the rear elevation so that it is minimally visible from the street.
2. Attach new additions or alterations to existing buildings in such a manner that, if such additions or alterations were
to be removed in the future, the essential form and integrity of the building would be unimpaired. A short narrow
connector or small hyphen can provide the link between old and new that limits damage to the historic fabric of the
original.
3. Limit the size of the addition so that it does not visually overpower the existing building; it should be subordinate to
the historic structure.
4. Maintain the original orientation of the structure. If the primary entrance is located on the street facade, it should
remain in that location.
5. The new design should not use the same wall plane, roof line, cornice height, and identical materials that make the
addition appear original to the historic building.
6. The new work should be differentiated from the old while being compatible with its massing, form, scale, directional
expression, roof forms and materials, foundation, fenestration, and materials.

HSF Recommendation:
HSF recommends the Certificate of Appropriateness be approved as designed. The view of the changes is very limited.
The project meets the guidelines - in terms of location, and.it is “differentiated from the old while being compatible with
its massing, form, scale, directional expression, roof forms and materials, foundation, fenestration, and materials.”

Sample motion:
I move the Certificate of Appropriateness be approved the Certificate of Appropriateness be approved as designed. The
project meets the guidelines - in terms of location, and.it is “differentiated from the old while being compatible with its
massing, form, scale, directional expression, roof forms and materials, foundation, fenestration, and materials.”

R. Additions

VII. Guidelines for New Construction & Additions
R. Additions
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VII. Guidelines for New Construction & Additions
O. Materials & Textures
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VII. Guidelines for New Construction & Additions

P. Architectural Details & Decorative Features

P. Architectural Details & Decorative Features
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IMPORTANT NOTE: The complete application must b€ filed with the City of Staunton's Office of Planning & Inspections no
lat€r than the first Tuesday ofthe month to be heard at that month's Historic Preservation Commission Meeting. Applications
received after the first Tuesday of the month will be heard at th€ next month's meeting,

APPLICATION FOR CERTIFICATE OF APPROPRIATENESS
City of Staunton, Virginia
* * ** * * * * * * * * * * ** * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * * *** * * * * * * * * * *
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Historic Prescrvrtion Commission

l6 W. Bev€rley Street

I

Staunton. VA 24401
Phore: (540) 332-3E62 Fax: (540) 332-3E07

Location of property
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(Check the appropriate boxes-CHECK ALL THAT APPLy)
Extcrior Cbange

Addition

Relocation

Wall/Fence

Deck/Porch

Demolition

Driveway/Parking Area

New Structure./Building

Grounds/Landscaping

Signage

Dumpster Screen

Other

Other

Other

Other

The above named person(s)/firm has permission to represent me regarding this request for architectural
review. I [nderstand that I or mv renresentrtive roenf/i\ rnnsf ]ra nr.aaa'r or rha lrictnrir Drca-,-ri^Commission Meeting on the date listed above to oresent mv orooosal and that failure to attend mav
result i4 the denial of mv nrooosal bv the Commission due to insufficient information. No material
change in the appearance of my property, that is viewable from any public street, shall be performed
before receiving a Certificate of Appropriateness. I further understand that approval by the Historic
Preservation Commpion for any modifications to homes, buildings, landscaping, or grounds including
renc.", driveWsylhd pas)<ing areas shall expire 12 months from the date of approval.
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PLEASE READ: Applicants are encouraged to submit complete applications with sufficient information to enable a
clear understanding ofthe proposal by the Historic Preservation Commission members and staff. Incomplele
+.i *:l,r:*

applications that do not clearly communicat€ the proposed improvements or changes will be denied.
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FULL DESCRIPTION OF PROPOSAL:

ae hnrwtaD

REOUIRED INFORMATION TO BE SUBMITTED WITH APPLICATION:
@ach item submitted is to be INITIALED by the applicant. If you are not submitting any
ofthe requested information, please indicate not applicable and explain in the space
provided why it is not necessary for this project)

#[0

tO","n, urawing and/or elevations showing the proposed changes or improvements

hfiAc*+cP

6140 sil" ptan or plat of property

Atr44+6

Photographs showing property, work in question, and the area ofthe proposed

project
Ltffi
0ther

tu

:

(please list)

A list of materials that identifies the type and quality of materials to be used in the
Proposed project

Twelve sets of all information and materials for use by the Historic Preservation
Commission members and staffin the review of this request (REQUIRED)
*****COA for signs only require.s two sets of information, ******

(Applicants may refer to typical submissions kept at the Planning and Inspections Depertment ofthe
City of Staunton on the third floor of City Hall located at 116 W. Beverley Street for
illustrations of how to present the required information)

HISTORIC PRESERVATION COMMISSION

Application for Certificate of Approval for 207 Church Street

Description
The features

1.

ofthis project are

as

follows:

2.

The existing house has a rear addition with a small deck located on the north side. The interior
of this section houses the existing kitchen and a powder room bath.
At the rear of the house (east side), the plan is to construct a new addition that will have several

3.

functions included. lt will enlarge and remodel the kitchen, it will add a sunroom porch, and it
will provide a new master bath for a downstairs bedroom.
The existing deck will be demolished and enclosed bv the new construction.

Specific ltems and Materials

1'
2.
3.

4.
5.

Roof: the new roof will consist oi a painted folded seam metal roof to match the existing roof
the original house.

of

Gutters: half-round to match the existing gutters, and round downspouts to match the existing.
SidinS: we are considering either matching the existing painted wood siding or using Boral
Dutch Lap siding with a smooth finish. See attached for more information. In addition, we have
some Boral panel work for some pilaster and special detail expressions at the rear side of the
new section. See attached drawings.

windows: we propose to use one of three options-l) Norwood French casements with a
painted wood finish, 2) Norwood Fiberglass French casements with a painted finish, or
3)
Lincoln French casements with a painted wood finish. see attached cut sheets
2'd Floor window: we plan to relocate the existing powder room bath window to replace the
upper bath window in order to accommodate the taller roof ridge.
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Casement Windows
Available as a traditional cranking unit or as our increasingly popular push-out style, Lincoln casements have a lot

to offer
Casement features include an architectural pleasing recessed sash, mortise and

tenonjoinery multi-point locking hardware with single
handle activation, adiustable hinges and beautful hardware finishes. Casement windows are energy efficient, architecturally versatile ahd
structurally sound.

Casement Window Styles
Erterior Colors
Extenor

Opliam
lnterior

Standard Casement
The Lincoln crank-out casement:s a ve|5atile design
with exceptional architectural appeal, pertormance
and strength built in. Available in many combinations
of types and sizes, oor casement line delivers

Grilleq

Bardware

outstanding value without sacrificing or limiting
product options.

Screens

Stylish Truth brand operators function smoothly whlle
opening the sash to a full90" for maximum
ventilation. Singlelever multipoint sash lock pull

Revitalze

tight to a full perimeter weatherstrip for security

Configurations

against the elements. Heavy frames and sash
components are 5tandard.

Push-Out Casement
These windows are beautaful inside and out. The sash
swings open with a simple turn ofthe handle, while
the friction hinges keep it firmly in place whether fully
or partially opened.

Traditional hinged screens add a historical touch-ofclass and feature a color matched knob. Or, choose a
retractable screen that rolls up when not needed,
leaving a clear view ofthe outdoors.

Radius Top Casement
Lincoln casements wjth a radius design element are
sureto add elegance and charm to any building
pro.ject. Segment head casements and our traditional

Ltlc.h

t{kr.

-

CsqHt
casernen8 have rnatching sightlines so they can
cosmetically complement each other.
Segment head operdting windows combined with
stationary units and studio picture windows create
many design options. Exterior (outboard) hinges allow

for easy operation. Radius interiortrim is available for
the finishinq touch.

French Casement
Continental flavor is apparent in French casement
windows

-

one

window-two

sash

- one opening.

French casements are available in standard twin
casement width forvertical sight line presentations

when used in combination with standard casement
windows.
Their popularity is additionally increased due to
egress code rcquirements for width. Operation, with
dual operdtors and a single handle multi-point

lo(king system is easy and se.ure.

Casement/Awning Window Corner
1

Features
1

.

4-9/16" iarr'b

2. 1-3l'16'thick sidejambs, head and sill
3. 7/8" warm edge insulating glass
4. Interior wood glazing bead
5. Maximum thickness sill cover
6. Full suround weatheEtrip on the frame

Z .050 extruded aluminum on sash and frame.
Vinyl exte.iors utilize .050 extruded pVC vinyl.
Wood units have primed sash on the exterior

with

CPVC sill, sill

oosing and brickmould

8. Injected frame comers on aluminum cEo

products with comer key for added stability
9. 1-314" thick sash
'10. Foam

weatherstrip on sash stiles and
combjnation drip cap foam on top rail

Follow Usr

tb

@

2019 - Lincoln Windows
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French Inswing Casements
French Outswing Casements

Outswing Casements
King Heritage Casements

French Outrwlng Cac€ment3
A Hallmark of European Design
Open the sashes to a clear, unobstructed view. We,ve paired the best of
European window design with North American practicality. This clean
design, free ofa center post, can be dressed up with traditional manual
locks and sash stay for an Old World style.

Hardware Options
Outswing hardware finish choices include Oil Rubbed Bronze, Non
lacquered Brass, Bright Brass (standard) and Satin Nickel.

f[l

+\

Cremone bolts are available with our
french inswing or french outswing casements.

rl
H

II
rt

!

Download French outswing Casement Architectural Detail Files

CONTACT US
We are here to
Call us

assistyoul

at 1-506.5320908

Email us here
VISTTA DEALER NEAR YOU
Find a dealer D Canada IUSA

O Norwood Windom & Doors, 2017
Website by Apropos

Home I Contact Us I Site Map

.4l1l20'lg

Casement Wndow

lldrrrooo Flefi-Q-t9'

overview
Tilt Double-Hung or Single Hung Window
Casement Window
Double End Vent Slider Window
Single slider

Features and Options
Request Permaglass

CasementWindow
Casement windows, a contemporary design for residential and commercial applications,
are available with large fixed centres, picture windows, or with fixed and venting
combinations- Any of these may be matched with rectangular, segmental or half round
transoms- Casement windows swing out for easy cleaning and ventilation. The
weatherstripping, in combination with the single handle multi-point locking system,
provides an air-tight seal.

Features

.
.
.
.
.
.
.
.
.
.
.

Pultruded fiberglass profiles with integral nailing fin included
Venting sash opens to 90o for easy cleaning
lmpermeable to moisture
Factory applied, maintenance-free finish
Truth Maxim operating hardware with single handle multi-point locking system
E-Gard corrosion resistant hardware
Triple sealing system with bulb weatherseals
3 1/4" tulljamb depth or 1 15116" behind integral nailingfin
Channel glazed sash for added structural strength
Galvanized or stainless steel fasteners
Matching enamelled screen surround with black fiberglass screen mesh

Options & Accessories

o

.
'
'

o

Available in over 1 50 standard Norcoat colours and an endless selection of custom colours (exterior
only; see page 9 for more information)
Clear or LowE insulating glass
white 3/4' Georgian or 5/8" flat grilles installed between glazing units for easy cleaning
Pultruded fiberglass brickmold and sill nose with a 3 1/2" jamb behind the nailing fin for easy installation
Wood interior jamb extensions from 4 9116,, to G 9t16,,

www.norwoodwindovys.corn/english/windoras/permaglass-{i/indo$r's/casementdndow

'v2

Cssement Wndow

41182019

.

o

l)

Matching rectangular, segmental and half round transoms available
Large fixed centers, picture windows and fixed and venting combinations available

Download Permaglass Architectural Detail File & Installation Manuals

CONTACT US

We are here to assist youl
Call us ae 1-506-532-0908
Email us here
VISIT A DEALER NEAR YOU

Find a

dealer' Canada I USA

@ Norwood Windows & Doors, 20'17
Website byApropos

Home I Contact Us I Site Map

w!wr.norwoodwindows.convenglish

rindovrs,/permaglass-windowsi/casement-ryindow
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Oraftsrnan Ool lectionAbout the Craftsman Collection*
The Boral TruExterior@ Siding Craftsman Collectlon'" offers a variety ot authentic, fulFthickness profiles with bold, defined
shapes and the natural aesthetic of traditional wood siding, all without the maintenance and upkeep associated with
exterior wood products.
Six historically and architecturally accurate profiles

- Channel, Channel Bevel, Cove/Dutch Lap, Nickel Gap, Shiplap and
are
the
ideal
for
solution
homeowners
who
desire the look, feel and character of authentic wood sidinq while
avoiding rotting, cracking, splitting and termite attacks.

V-Rustic

V-Rustic
The V'Rustic prolile
features a deep "V'
groove lnal creates
an appea ing shadow
line eilect

6
1x8
x 10
1x

'1

0.6875"

5.50'

5.0"

0.625'

0.50'

0.6875'

7.50"

7,0"

0.625"

0.50"

0.6875'

9,50"

9.0"

0.625"

0.50"

Available Finish:

ll

L_J

lt'i|l

Cove/
Dutch Lap
The Cove/Dutch
Lap profiie features
a subtle curve that
creates a unique,
eased appearance

6
1x I
1 x 10

Fi

0,6875'

5.50"

0,6875'

7.25"

0.6875'

9.25'

1x6

0.6875"

5.50' 4.969' 0.969'

0.531-

1x8

0.6875r'

7.25', 6.719" 0.969"

0.531

0,6875"

9.25' 9.719" 0.969" 0.531

1x

:

4,969"

1.469',

0,531'

6.ztg"

1.469"

0.53 r',

8.71g',

1,469"

0.531',

Available Finish:

tl
t__J
smooth

Channel
The Channel prolile's
wide groove creates a
rich shadow line effect
Available Fnish;

tl
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ATTCH A
HPC Meeting 04.23.19

CITY OF STAUNTON
VIRGINIA
DECLARATION OF PERSONAL INTEREST IN A TRANSACTION
(To be filed with the Clerk of Council of the City of Staunton/Administrative Head
and
made available for public inspection for a period of five years)

I am an officer or employee of the City of Staunton, Virginia, and I declare my
interest.

My office or position:
The transaction

involved: 13

Name of my personal interest affected by the transaction:

dr'aa-ti4r>

Name and Address ofBusiness
Estate,

ald

If Any, Involved:

Signatur

Legal Reference: Virginia Code $$ 2.2-31l2 enrd,2.2-3115.

hD A-4
and Parcel No. ofReal

ATTCH B
HPC Meeting 04.23.19

CITY OF STAUNTON
VIRGINIA
DECLARATION OF PERSONAL INTEREST IN A TRANSACTION

(Io

be filed with the Clerk of Council of the City of Staunton/Administrative Head

and
made available for public inspection for a period of five years)

I am an officer or employee ofthe City of Staunton, Virginia, and I declare my
interest.

My office or position:
The transaction

involved:

2.a1 caqv+tt

1r'

, eoA

Name of my personal interest affected by the transaction:

>',1-r,*tti'.,t?
Name and Address ofBusiness and Address and Tax Map and Parcel No. of Real
Estate,

If Any, Involved:

Signature:

Legal Reference: Virginia Code $$ 2.2-3112 and2.2-3115.

